E-ONE PLATFORM
EERLY CHECKLIS

INITIALS

INSPECTION 1. Complete all daily inspections.
1. Perform manual jack operation.
2. Inspect operation of outrigger illumination lights.
3. Inspect jack pad pivot pins, retainer rings, and retainer plate bolts.
4. Inspect pins for freedom of movement.
OUTRIGGERS 5. Lnosrpr)r:aaclzlt) cylinder rod seals for leakage (NOTE: a slight weeping is
6. Inspect cylinder rods for damage.
7. Inspect cylinder valves, hydraulic lines, and fittings for leaking and
fastening.
8. Inspect mounting bolts for looseness.
MONITOR 1. Inspect electrical connections at monitor.
1. Inspect console for proper fastening.
2. Inspect/test all switches and indicator lights for proper operations.
PLATFORM CONTROLS 3. Test waterway monitor for proper operation from all locations;
AND OPERATIONS console, tip controls, and pump panel (if equipped).
4. Inspect Platform controls (up-down, left-right, ext-ret) for proper
operation.
5. Test short jacking interlock & light system (if equipped).
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PLATFORM CONTROLS 6. Check tightness of turntable handrail and safety bars mounting
AND OPERATIONS CONT. bolts.

7. Inspect AIS system for proper operations (if equipped).

1. Inspect ladder slide tracks and pads for sand, foreign particles, or
metal shavings (NOTE: if metal shavings are noted locate the
source and correct the problem before placing ladder back in
service).

EABIDIER (el2 0 E 2. Inspect ladder slide tracks lubricant (NOTE: if lubricant has dirt
particles in it, clean and re-lube ladder).

3. Inspect heat indicator tapes.

4. Inspect waterway for damage.

LADDER EXTENSION 1. Innosr;r)neaclt)all cylinder rods for leakage (NOTE: a slight weeping is
CYLINDERS AND 2. Inspect .throu h the pulley pin access opening for excessive oil on
ELEVATION CYLINDERS - Inspedt gn the putiey pi pening
extension cylinder rods. (HP’s only).
TURNTABLE DECK AND 1. Clean off any mud, oil, and grease on turntable deck.
SUPPORT

1. Inspect platform controls (up-down, left-right, ext-ret) for proper
operation.

2. Inspect/test all switches and indicator lights for proper operations.

3. Test waterway monitor for proper operation.

BUCKET CONSOLE 4. Check all doors for proper Io_cklng. . _ .
5. Inspect platform leveling cylinders mounting pin snap rings.
CONTROLS : . . o

6. Inspect platform leveling cylinder hoses, lines, and fittings for
leaks.

7. Inspect all 110V accessories for proper mounting and operations.

8. Inspect bucket pivot pins for proper mounting.

9. Inspect AIS system for proper operations (if equipped).

1. Inspect tanks for proper mounting.

2. Inspect tanks for correct pressure

BREATHING AIR SYSTEM a) Cylinder #1
b) Cylinder #2
3. Inspect regulator for correct pressure setting (100 psi) not to

exceed 150 psi.
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BREATHING AIR SYSTEM

With system charged inspect all fittings for air leaks using soap
solution.

Inspect quick couplings in bucket for air leaks (coupled and

CONT. uncoupled).
Inspect alarm system by turning all bottles and bleeding down
lines for proper alarming.
NOTES:
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