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Project

Sales Order

147923

147923

Vehicle Type

Order Date

Plan. Del.

Sales Admin.

Plt

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

1001-0017       

1001-0100       

1001-0103       

1002-0001       

1025-0017       

1025-0028       

1025-0030       

1025-0210       

1050-0007       

1050-0008       

1050-0017       

1050-0044       

MULTIPLE ORDER

PRIOR ORDERS

COMPLIANCE 2024 NFPA 1900      

FINAL INSPECTION

REAR AXLE RS-25-160 27,000LB   

SHOCK ABSORBERS KONI FRONT     

SIGHT GLASS STEMCO FRT AXLE    

FRONT AXLE FL 943 21,000LB     

WHL TRIM KIT FRT W/LOGO        

WHL TRIM KIT RR W/LOGO         

VALVE STEM EXT SNG AXLE        

WHEELS FRT ALUM (2) ACCURIDE   

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Unit is part of a multiple order.       
Production order numbers are:           
ADDED NOTE: 147923-924

Prior trucks for this customer include  
the following shop order(s):
ADDED NOTE: 144639; 144640; 145248-252; 
145253; 146796; 146797; 146798;         

The E-ONE supplied components of the    
vehicle shall meet the requirements of  
NFPA 1900, 2024 edition.

Final inspection trip.

Meritor RS-25-160 single rear axle      
27,000 lb. capacity.

Koni shock absorbers for front axle -   
adjustable.

Stemco sight glass for front axle hubs. 
Inboard wheel seals will be Chicago     
Rawhide (or equivelant).

Meritor FL-943 front axle 21,000 lb.    
Includes maintenance free bushings.     

Front axle wheel trim kit. Includes     
stainless steel lug nut covers (chrome  
plated plastic if applicable) and center
cap with E-ONE logo. Note: Center cap   
will have an inspection port IPO a logo 
if equipped with Stemco oil seals.      

Rear axle (single) wheel trim kit.      
Includes stainless steel lug nut covers 
(chrome plated plastic if applicable)   
and center cap with E-ONE logo. E-ONE   
custom chassis w/steel wheels will have 
chrome plated plastic lug covers.       

Each inside wheel of the single rear    
axle shall have valve stem extensions.  
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  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

1050-0045       

1060-0005       

1060-0117       

1060-0212       

1070-0049       

1100-0001       

1100-0002       

1100-0005       

1100-0006       

1100-0024       

1110-0000-001   

1110-0002       

1110-0007       

1110-0026       

WHEELS RR ALUM (4) ACCURIDE    

TIRES RR MICHELIN 12R HWY (4)  

TIRE PRESS IND LED AIRGRD (6)  

TIRES FRONT MICH 425 (2) XZE   

REAR SUSP SPRING SINGLE AXLE   

BRAKES 17" DISC FRONT AXLE     

BRAKES S CAM REAR AXLE SINGLE  

BRAKE SYSTEM AIR 4X2/4X4       

BRAKE PARK RELEASE DRV DASH    

ELECTRONIC STABILITY CNTRL 4X2 

AIR INLET

AIR DRYER BENDIX AD-9          

AIR LINES BRAIDED

AIR HORNS RECSD IN BUMP (PR)   

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Accuride aluminum wheels for front axle 
(2).

Accuride aluminum wheels for rear axle  
(4).

Four Michelin 12R tires model XZE       
highway tread for rear axle.

RWC AirGuard LED tire pressure          
monitoring valve stem caps (6) for      
single rear axle applications.          

Two Michelin 425 tires model XZE for    
front axle.

Rear suspension springs rated equal to  
the capacity of the axle.  Includes     
maintenance free bushings and alignment 
capability.

Meritor EX225H 17" disc brakes for front
axle.

ArvinMeritor 16-1/2'' x 7'' S-cam brakes
with cast brake drums for a single rear 
axle.

Brake system air 4X2/4X4.

Parking brake release mounted on the    
driver's side lower dash.

G4 Electronic Stability Control (4x2),  
Includes RSC and ATC. Not available on  
4x4, commercial chassis or tiller.      

Inlet for air system. Location: driver  
door jamb.

Air dryer Bendix AD-9.

Air lines braided.

Air horns Hadley e-tone recessed in     
bumper (PR).
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  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

1125-0002       

1125-0023       

1150-0055       

1150-0115-1KB   

1150-0159       

1160-0008       

1160-0013       

1160-0345       

1160-0347-198   

1200-0017       

1200-0021       

1200-0097       

BRAKE JACOBS COMPRESSION       

TRANS 2ND GEAR PRE-SELECT      

BMPR TRY LID CTR DP W/TRN LTCH 

NOTCH BUMPER TRAY LID          

BMPR TRAY CNTR 16" DEEP        

GRAVEL SHIELD 3/16"

BUMPER EXTENSION 16"           

BMPR HVY DTY 10'' PNTD         

INSET NOTCH FOR MECH SIREN     

TRANS SELECTOR PUSH BUTTON     

SYNTHETIC FLUID EVS4000        

SPEED MAXIMUM 68MPH ELECT LMTD 

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Jacobs engine compression brake. Note:  
Brake lights will illuminate when       
auxiliary brake is activated.           

Transmission to seek second gear when   
Jacobs engine brake or Telma retarder is
engaged. N/A with Trans retarder.       

Hinged diamond plate lid for center     
bumper tray. Includes: seal, 1/4 turn   
latch and gas shock hold open device.   

Notch bumper tray lid for preconnected  
hose. Notch location: 5" front to rear x
3" side to side offset forward on driver
side of driver tray lid.

Bumper tray center of bumper with slats 
16 inches deep (approx 15 inches to     
slats).

3/16" Front Bumper Gravel Shield.       

16" Front Bumper Gravel Shield          
Extension.

Heavy duty, formed, 10" front bumper    
with full wrap around. Corners to be    
tapered for an 8.5" wide mounting area. 
Includes support wings for outboard     
sides (as applicable). To be painted as 
specified.
ADDED NOTE: FLNA 3225 E-ONE RED         

Bumper to have a 5.625" deep x 10.5"    
wide notch for recessed mechanical      
siren. Location: driver's side          

Push-button transmission shift selector.

TranSynd, Shell Spirax S6ATF A295, or   
equivalent synthetic transmission fluid 
for EVS4000 series.

Electronic limiting of speed to 68 MPH  
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  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

1200-0474       

1250-0011       

1250-0080       

1250-0083       

1250-0092       

1350-0005       

1350-0009       

1400-0002       

1510-0004       

1510-0008       

1510-0054       

1510-0116-130   

1510-0116-132   

ENG/TRAN 2024 X12 500/EVS4KP   

FRAME UNDERBODY SUPPORT        

FRAME ZPC 10.25X3.5X.375 CHAS  

FM LNR ZPC 9.375X3.125X.375    

GEOMET COATED FASTENERS        

FUEL SYS- 65 GAL

FUEL LINE HOSE BRAIDED         

BATT-(4) GROUP31 1000CCA       

SEATS BOSTROM BRAND

SEAT COLOR GRAY

SEAT BSTRM RR FACING DRV SCBA  

SEAT RR WALL FLD DWN           

SEAT RR WALL FLD DWN           

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

maximum. Note: Axle gear ratio will be  
as low as possible while allowing for 68
MPH top speed to improve acceleration.  
Note: Max speed may be set at 65 MPH due
to tire rating.

Eng/Trans Cummins X12 500HP with EVS4000
transmission. 2024 EPA Compliant.       
Includes Acumen telematics and Certified
Clean Idle holographic decal. NOTE: If a
pre-2027 emission engine is NOT         
available at the time of build (starting
production on January 1, 2026) your     
order will automatically be upgraded and
charged for either the 2027 EPA         
compliant Cummins X-10 or X-15, with all
associated costs being passed on to the 
end user. No exceptions.

Rear underbody support frame.           

Frame assembly with 10.25 x 3.5 x .375  
powder coated galvanized rails.         

Frame liner 9.375 x 3.125 x .375,       
galvanized and powder coated.           

GEOMET coated frame assembly fasteners. 

Fuel system 65 gallons.

Fuel line hose braided. Includes fuel   
pick-up (if applicable).

Battery four group 31 1000 CCA.         

Seats, Bostrom brand.

Seat color gray.

Rear facing Bostrom seat with SCBA      
driver's side.

Fold-down seat located driver's side    
outboard.
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  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

1510-0117-147   

1510-0117-148   

1510-0123-131   

1510-0123-133   

1510-0131-151   

1510-0131-152   

1510-0435       

1510-0533       

1510-0535       

1515-0053       

BRKT AIR PACK BTL BSTRM SCRALL 

BRKT AIR PACK BTL BSTRM SCRALL 

SEAT BSTRM RR WALL FLD DWN SCB 

SEAT BSTRM RR WALL FLD DWN SCB 

BRKT AIR PACK BTL BSTRM SCRALL 

BRKT AIR PACK BTL BSTRM SCRALL 

SEAT COVER MATL DURAWEAR PLUS  

SEAT BOSTROM DRV AIR           

SEAT BOSTROM OFFC AIR SCBA     

LOC - HVAC CAB CONTROLS        

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

7.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Fold-down seat located officer's side   
outboard.

Bostrom SecureAll mechanical air pack   
bottle bracket (EA).  Location:         
officer's seat.

Bostrom SecureAll mechanical air pack   
bottle bracket (EA).  Location: rear    
facing driver's side.

Fold down seat with Bostrom SCBA back   
located driver's side inboard.          

Fold down seat with Bostrom SCBA back   
located officer's side inboard.         

Bostrom SecureAll mechanical air pack   
bottle bracket (EA) for bench /         
fold-down seat. Location: inboard       
driver's side rear wall.

Bostrom SecureAll mechanical air pack   
bottle bracket (EA) for bench /         
fold-down seat. Location: inboard       
officer's side rear wall.

Seat cover material Durawear Plus (EA). 
Includes low seam on bottom cushion.    
Bostrom seats only in gray or black.    
(Quantity to reflect number of seating  
positions)

Driver seat to be Bostrom air ride      
(Air-50 suspension) with Gen II design. 
Can be used with dual retractor upgrade 
(1510-0508).

Officer seat to be Bostrom air ride SCBA
with Gen II styling. Includes slide     
tracks for front to rear seat           
adjustment. Can be used with dual       
retractor upgrade (1510-0508).          

Controls for heating and air
conditioning shall be located in the    
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  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

1515-0099       

1520-0244       

1535-0030       

1535-0032       

1535-0202       

1535-0495       

1540-0013       

1540-0182       

1550-0003       

1550-0009       

AIR COND W/RAD CNDSR           

CYCLONE LONG CAB

MED CABINET RUD ROM

MED CABNT RUD LOCK 1250        

CABNET FINISH MT GRAY          

CABINET MED OFFC W/EXT PAN DR  

MAPBOX FINISH MT GRAY          

BOX STORAGE RR MAP BOX         

CAB DOOR REAR POSITION MED     

WINDOW REAR NARROW FIXED (PR)  

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

center dash area. (Lower area on Typhoon
and Cyclone with severe duty dash)      

Air conditioning with radiator mounted  
condenser for use with Cummins L9 and   
X12 engine. Includes reduced profile    
evaporator w/powder coated cover and    
electronic controls.

Cyclone long cab - 100" wide (67.5" CA).

Roll-up medical cabinet doors selected  
on the cab to be ROM brand.

All medical cabinet RUD for the cab to  
be locking with 1250 key

Finish. Cab medical/storage cabinet(s)  
finish to be multi-tone gray. Includes  
interior/exterior of cabinet and        
shelves/trays if equipped.

Officer side cab wheel well medical     
cabinet including enclosure above main  
cabinet to store drum for roll up       
door(vista only). Includes external     
locking pan door painted job color and  
interior locking roll-up door with satin
finish. Cabinet includes (2) adjustable 
shelves. Cabinet is approximately 42H x 
22W x 28D on Typhoon and Cyclone and 42H
x 25W x 28D on 100" wide Cyclone and    
Quest (viewed from interior).           

All map boxes in the cab to be painted  
multi-tone gray finish.

Storage box with top cargo net cover.   
Box to be mounted to lower rear of      
engine cover. Size: approximately 9H x  
34W x 12D.

Rear crew cab doors in the medium       
position.

Fixed rear cab wall narrow windows (pr).
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147923

147923
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Plt

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

1550-0015       

1550-0020       

1550-0036       

1550-0084       

1550-0135       

1550-0159       

1550-0179-000-J7

1550-0180       

1550-0266       

1550-0283       

1550-0284       

1550-0288       

CAB S/S DOOR TRIM

WINDOW CAB SIDE FIXED DRV      

WINDOW CAB SIDE NONE OFFICER   

LOCKS 1250 KEYED CAB DOOR      

TRIM S/S VERTICAL EDGE         

LOCKS INTERIOR CAB DOOR        

STRIPE CAB DOOR KICK PLATE "A" 

DOOR PANELS S/S CAB 2PC        

TRIM S/S BOTTOM EDGE           

WINDOW MANUAL FRONT

WINDOW MANUAL REAR

CAB DOORS - EXTENDED           

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Stainless steel protective trim on rear 
edge of cab door openings. E-ONE custom 
chassis only.

Windows cab side fixed driver's side.   

No window on the officer side of the    
cab.

All cab exterior entry doors to have    
1250 keyed locks.

Stainless steel trim on the vertical    
edge of the over wheel cab compartment  
opening and/or rear cab compartment     
(ea).

Interior cab door locks - manual. Will  
be individually actuated from each      
respective door. Includes key lock on   
each exterior cab door handle.          

Red/Fluorescent Yellow Green Reflexite  
V98 chevron "A" stripe on lower cab door
panel approx 18" high. Stainless        
steel/painted door panels only. E-ONE   
cabs only.

Cab door panels stainless steel.        
Includes upper and lower panels with    
seam below handrail.

Stainless steel trim on bottom edge of  
the exterior cab compartment openings.  
Includes wheel well and rear
compartments (as applicable).           

Driver and officer cab door windows with
manual regulators. For use with new     
Typhoon and Cyclone cabs.

Rear crew cab door window(s) with manual
regulator(s). For use with new Typhoon  
and 100" wide Cyclone cabs.
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147923
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  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

1550-0378       

1610-0000       

1615-0007       

1615-0041       

1640-0045-158   

1640-0045-159   

1640-0045-160   

1640-0045-161   

1640-0047       

1670-0001-274   

CAB DOOR PULL HANDLE CHR/BLK   

LOGO PACKAGE E-ONE

VISTA DELETE REAR WINDOWS      

ROOF CAB W/VISTA 12" (4"+8")   

STEP BLW CAB DOORS EACH        

STEP BLW CAB DOORS EACH        

STEP BLW CAB DOORS EACH        

STEP BLW CAB DOORS EACH        

STEPS LOWER CAB 3.5

MIRROR RAMCO 6001FFR           

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Cab doors to extend down to cover lower 
step well. For use with new Typhoon cab 
and 100" wide Cyclone only.

All cab doors shall have exterior pull  
style handles with chrome metal base and
integral key lock.

Cab and body to have applicable E-ONE   
logos.

Delete rear vista roof windows.         

Vista cab roof 4F/12R. Includes 4" front
raise and 12" rear raise (8" step up).  
Does not include front or front side    
Vista windows. For use with 100" wide   
Cyclone only.

Step below cab door. Open back style    
with angled corners. Located driver's   
front door. Steps under front cab doors 
shall not interfere with approach angle.

Step below cab door. Open back style    
with angled corners. Located officer's  
front door. Steps under front cab doors 
shall not interfere with approach angle.

Step below cab door. Open back style    
with angled corners. Located driver side
rear door. Steps under front cab doors  
shall not interfere with approach angle.

Step below cab door. Open back style    
with angled corners. Located officer    
side rear door. Steps under front cab   
doors shall not interfere with approach 
angle.

Lower steps to extend 3.5" past cab. For
use with legacy Typhoon / Cyclone with  
barrier style doors and new Typhoon /   
Cyclone with barrier style or extended  
doors.
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  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

1670-0031       

1670-0088       

1675-0022       

1675-0024       

1675-0030       

1675-0049       

1675-0201       

1675-0202       

1675-0254       

1675-0434-066   

MIRROR RAMCO EXTENSION 2"      

MIRROR HEATED - ALL SURFACES   

HANDRAIL CAB 18" PR FRONT      

HANDRAIL CAB 36" PR REAR       

MUD FLAPS FRT BLK (PR) E-ONE   

RR CAB WALL W/DIAMND PLT OVRLY 

WHEEL WELL CAB LARGE RADIUS    

PLT MTG S/S FOR B/C RECEPT/IND 

GLASS DARK TINT RR CAB / VISTA 

PLATE REMOVABLE PNTD           

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Ramco 6001FFR mirrors.  Remote          
controlled with top CAS750 manual       
convex. Location: mounted on front      
corners of cab.

2" extension for Ramco mirrors.         

Driver and officer Ramco cab mirrors to 
be heated. Includes all surfaces (flat  
and convex, as applicable).

Pair of 18" handrails located just      
behind driver and officer front door one
each side.

Pair of 36" handrails located just      
behind driver and officer rear door (ALS
doors if equipped) one each side.       

Mud flaps, front, black with E-ONE logo.

Rear cab wall to be smooth 3/16"        
aluminum plate with a diamond plate     
overlay.

Large radius cab wheel well.  Includes  
bolt-on adjustable wheel well trim.     

Mounting plate for battery charger      
receptacle, indicator, air inlet, etc   
(if applicable).  Plate to be removable 
brushed stainless steel.

Rear cab and vista glass (if so         
equipped) to have dark tint IPOS. Glass 
to be smoked glass with 20% light       
transmittance (+/- 10%). Includes all   
glass rearward of front cab doors.      

Removable number plate with mounting    
brackets. Locate driver side of cab     
between front and rear doors. Plate to  
be painted job color. Lettering and/or  
graphics not included. Dimensions: 8W x 
12H.  Includes 2 retention screws at the
top that must be removed to remove      
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147923
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Order Date
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Plt

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

1675-0434-067   

1675-0466-210   

1680-0005       

1680-0007       

1680-0008       

1680-0011       

1680-0250-M58   

1680-0284       

1685-0006       

1685-0034       

1685-0187       

PLATE REMOVABLE PNTD           

PLATE REMOVABLE PNTD           

FAN CLUTCH THERMATIC           

DRIVELINES 1810

TOW EYES-FRT PAINTED DOWN      

TOW EYES-RR BELOW BDY PAINTED  

TANK DEF 5 GAL

POWER STEERING COOLER          

SUN VISORS PADDED

SEATING CAPACITY TAG (7)       

CVR ENG SEVERE DUTY POLY       

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

plate.
ADDED NOTE: FLNA 3225 E-ONE RED.        

Removable number plate with mounting    
brackets. Locate officer side of cab    
between front and rear doors. Plate to  
be painted job color. Lettering and/or  
graphics not included. Dimensions: 8W x 
12H.  Includes 2 retention screws at the
top that must be removed to remove      
plate.
ADDED NOTE: FLNA 3225 E-ONE RED.        

Removable number plate with mounting    
brackets. Locate center front bumper.   
Plate to be painted job color. Lettering
and/or graphics not included.           
Dimensions: 12W x 8H.  Includes 2       
retention screws at the top that must be
removed to remove plate.
ADDED NOTE: FLNA 3225 E-ONE RED.        

Thermatic fan clutch.

Drivelines 1810.  Required on 1550 lb/ft
torque or greater engines. N/A with     
EVS3000 transmission.

Tow eyes front painted below bumper/cab 
(PR). Tow eyes will be integral when    
used with a drop style frame extension. 

Tow eyes rear below body, painted.      

Diesel Exhaust Fluid (DEF) 5 gallon     
tank. Location: left side below rear of 
cab.

Radiator mounted power steering cooler. 

Padded sun visors, driver and officer's 
side overhead.

Seating capacity tag of seven occupants.

Severe duty engine cover, molded        
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147923
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Plt

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

1685-0275-966   

1685-0446       

1685-0532       

1685-0644       

1685-0669       

1685-0692       

1685-0809-5CV   

1685-0891       

1700-0027       

1750-0024-179-04

CUP HLDR (PR) POLY FOR SD EC   

SEVERE DUTY OVERHEAD CNSL      

STEPPED PROFILE RR ENG COVER   

HEPA AIR FILTER

DASH CAST SD LOW SM PLT KP     

INSULATION PACKAGE - CAB       

AIR PURIFICATION CAPS COMMUTER 

CAB INTERIOR GRAY

ALT 420AMP LEECE NEVILLE       

RECEPT INLET 20AMP AUTO-EJECT  

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

2.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

polyurethane.

Cup holder (PR). Polyurethane           
construction for use in Typhoon and CII 
with severe duty engine cover only.     
Location: to be mounted at final        
inspection.

Severe duty overhead console. Includes  
driver, center and officer overhead     
ahead of air conditioning plenum. Center
overhead includes siren mounting        
locations. Overhead to match cab        
interior.

Stepped profile rear engine cover.      

HEPA air filtration system for cab      
interior. Includes 3-speed fan switch on
top of enclosure offset forward. Filter 
located at rear of engine cover.        

Severe duty dash package with low       
profile center section. Cast alum       
construction. Includes smooth plate alum
lower kick panels; all painted to match 
cab interior.

Cab insulation package. Includes        
insulation for ceiling, front wall, rear
wall, side walls, below seat risers and 
in doors.

Active Air Purification System for cab  
crew area. Location: as specified       
ADDED NOTE: Locate on side of RH wheel  
well medical cabinet.

Cab interior padding to be gray.        

Alternator Leece Neville 420 amp. 420   
amp SAE/369 amp NFPA.

Auto-Eject receptacle inlet 20 amp      
located outside driver's door next to   
handrail with a Yellow cover.           
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147923
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Plt

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

1750-0026       

1750-0029       

1750-0034-A24   

1750-0046-195   

1750-0063       

1750-0071-3XY   

1750-0072-592   

1750-0072-593   

1750-0073-585   

1750-0075       

1750-0158       

1750-0166       

CNTRL CLAMSHELL OFFCR ENG COV  

SW HORN BUTTON 2POS DOT/AH     

SWITCH ADDITIONAL 12V/15A      

CAB HEADLIGHTS

CNTRL CLAMSHELL OFFCR ENG COV  

CUSTOMER SUPPLIED ANTENNA      

12V OUTLET HOT

12V OUTLET HOT

ANTENNA UNIV BASE CAB MNTD     

CLUSTER GAUGE ENG QST/CII/TY X 

LT DOME RED/WHITE LED PKG (4)  

SW ATC OVERRIDE

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Clamshell controller mounted on         
officer's side of engine cover for the  
air horns.

Switch horn button two position DOT/air 
horn.

Switch, additional 12 volt/15 amp.      
Location and function: driver rear of   
body for rear work lights.

Cab Headlights. Position: lower.        

Clamshell controller mounted on         
officer's side of engine cover for Q2B. 

Mount customer supplied antenna on cab  
roof. Location: per antenna layout      
drawing with cable terminating center of
dash. Note: New antenna with original   
packaging only, used antenna not        
acceptable.

12 VDC electrical outlet wired battery  
hot. Location: driver side dash.        

12 VDC electrical outlet wired battery  
hot. Location: officer side dash.       

Antenna base Tessco P/N 90942 (NMO      
Motorola Style - also called MATM style)
on cab roof. Location: driver side      
forward with coaxial cable terminating  
at the center of the dash board.        

English dominant main cab gauge cluster.

Dome Lts Weldon Red/White LED. Package  
includes two lights mounted in the front
and two mounted in the rear of the cab. 
White light wired through door and light
assembly switch. Red light through light
assembly switch.

ATC override switch.
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147923

147923
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Plt

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

1750-0198-A31   

1750-0263       

1750-0265       

1750-0449       

1750-0483       

1750-0554       

1750-0764       

1750-0768       

1750-0881       

1750-0987-172   

1750-1004       

LOC - BATTERY CHARGER          

RADIO SPEAKERS PAIR

GA SPEEDOMETER FOR OFFICER     

SW MOMENTARY DPF REGEN DISABLE 

CNTRL PSHBTN SWITCH OFFCR PNL  

CAB HEADLIGHTS FIRETECH        

DRL TEQNIQ LED STRIP           

CAB STEP AREA LTG TNQ D07      

SPEAKER PREWIRE

TURN WHLN 600 LED AMBER        

CHRGR BATT KUSS CHIEF 40 W/REM 

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Battery charger to be located behind    
driver's seat.

Radio speakers pair. Locate each side   
rear cab ceiling. Wiring to terminate in
center dash for customer installed      
radio(s).

Speedometer for officer side multiplex  
display.

Momentary DPF regeneration override     
switch.

Control push-button switch on officer's 
switch panel for Q2B siren brake.       

FireTech LED cab headlights.

Daytime Running Light TecNiq LED strip  
(PR) with polished alum housing located 
between quad headlight bezels (New      
Typhoon and Cyclone only).

TecNiq D07 LED cab door step area       
lighting. Includes (2) lights at each   
door area.  Lights to be switched with  
door ajar.

Speaker wire for dealer/customer        
installed radio to be connected to pump 
panel mounted speaker. Wiring           
termination point to be as specified by 
sales.
ADDED NOTE: Route from center lower dash
to Pump panel area next to speaker      

Turn signal Whelen 600 LED amber pair   
located upper headlight bezel. Flash    
pattern will match rear selected        
pattern.

Battery charger Kussmaul Chief Series.  
120/240 volt inlet, 40 amp output.      
Includes remote and built-in touch      
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147923
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Plt

  0

  0

  0

  0

  0

  0

  0

  0

  0

1750-1013-545   

1750-1013-592   

1750-1013-593   

1800-0013       

1800-0029       

3090-0003       

3090-0005       

3090-0006       

3100-0152       

CAB OUTLET USB-A / USB-C HOT   

CAB OUTLET USB-A / USB-C HOT   

CAB OUTLET USB-A / USB-C HOT   

COOLING 2010-2024 EPA ENG      

COOLER ENGINE

OAH RESTRICTION

OAL RESTRICTION

HSBD CAPACITY REQUIREMENTS     

BDY RSC PMPR DRV 36/50 FH      

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

screen displays.

Dual port USB charging receptacle in the
cab wired battery hot. Includes USB-A   
and USB-C ports. Location: In cab driver
side on 3 x 3 post rear facing just     
above engine cover (or seat riser if in 
a Hush).

Dual port USB charging receptacle in the
cab wired battery hot. Includes USB-A   
and USB-C ports. Location: driver side  
dash.

Dual port USB charging receptacle in the
cab wired battery hot. Includes USB-A   
and USB-C ports. Location: officer side 
dash.

Cooling system for use with Typhoon,    
Cyclone and Quest chassis. For use with 
2010 - 2024 EPA engines. Includes       
coolant recovery system.

Engine cooler. E-ONE chassis only.      
Requires control option for pump panel. 

OAH RESTRICTION. The unit has an overall
height restriction and the height is not
to be exceeded (unloaded condition).    
10ft. 4in.

OAL RESTRICTION. The unit has an overall
length restriction. The length is not to
be exceeded.
34ft. 7in.

The hose bed is to have the capacity for
the following hose. Hose load shall be  
listed from driver to officer.          
Lay 1 - 1000 ft. of 3.00 DJ Lay 2 - 1000
ft. of 5.00 LDH Estimated Weight - 1790 
lbs.

Driver side body with full height 36"   
wide forward and 50" wide rearward      
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147923
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Plt

  0

  0

  0

  0

  0

  0

  0

  0

  0

3110-0013       

3110-0052       

3110-0092       

3120-0282       

3130-0167       

3130-0524       

3130-0533       

3130-0552       

3130-1026       

RR RSC PMPR SP W/STRG TNL      

RR TLBRD W/ENH EXT CMPT RP     

RR ENHANCED EXTENDED COMPTS    

BDY RSC PMPR OFC 36/50 FH W/TL 

MODULE PUMP 76" WIDE           

MODULE TM W/WLKWY

PMP PNL OPENING WIDTH - 45"    

PMP MODULE HEIGHT - 85"        

MOD SPDLY DBL W/DVDR AND CMPTS 

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

enhanced extended compartmentation.     
Includes (1) 56" wide compartment over  
the wheel well.

Full Height Rear Compartment with       
Officer Side Storage Tunnel. Includes   
smooth plate panels and storage access  
door with push button latch.

Bolt-on diamond plate tailboard (full   
width of rear compartment). Includes the
enhanced extended side compartment frame
work and handrails provided as          
applicable to meet NFPA 3-point contact 
requirements.

Enhanced Extended Compartmentation      
stepped down below hosebed level.       
Includes embossed diamond plate         
compartment tops.

Officer side body with full height 36"  
wide forward and 50" wide rearward      
enhanced extended compartmentation.     
Includes (1) 56" wide compartment over  
the wheel well and one (1) storage      
tunnel.

Pump module to be 76" wide (side to     
side). Includes upper, lower, crosswalk,
speedlay and tranverse module(s) if     
applicable.

Top mount pump module with 20" walkway  
(excluding cab gap).  Extruded aluminum 
with runningboards and formed side      
access steps.

Pump panel opening is 45" wide.  Pumper 
/ tanker only.

Pump module height is 85".  Pumper /    
tanker only.

Speedlay module 13" external width (10" 
wide speedlay area). Includes area for  
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147923
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  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

3134-0015       

3134-0145       

3136-0000-372   

3136-0010       

3136-0011       

3136-0015       

3136-0058       

3136-0138       

3136-0146       

3300-0019-027   

PUMP PANEL SS TOP MNT

PUMP PANEL HNGD VERT TM SL

AIR HORN SWITCH AT PUMP PANEL

ROLLER SS CRSLY/SPDLY

P-RUBBER IN FLEX JOINT

RLRS BSTR REEL RR BVTL/BDY MNT

LOGO E-ONE

PAN PUMP MODULE

COMPT TM WALKWAY (PR)

DR RUP SATIN TALL ROM

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

(2) speedlays with center divider for
250' of 2.00" DJ hose each, lower
storage compartments with push button
latches and running boards.

Stainless steel TM control panel, driver
and officer side pump panels.

Driver and officer side pump panel to be
vertical hinged on forward extrusion.
Panels to be (3) pieces with upper (2)
panels secured in the closed position
with push button latches. Upper panel to
be held open with gas shock.

Air horn switch at pump panel. Switch to
be labeled ''Evacuation Alert''.
Location: top mount control panel.

Stainless steel roller assemblies for
crosslays and/or speedlays.

P-Rubber in flex joint(s) between pump
module and/or body modules.

(2) vertical mounted booster reel spool
guide roller assemblies. Locate (1) each
side on trailing edge of
beavertails/body (as applicable). For
use with rear compartment mounted
booster reel or similar.

E-ONE logo mounted one each side on pump
module/preconnect panels or at upper
body section as shown on approval
drawing. Logos to be sized as applicable
to available space on panels.

Pump module storage pan.

Compartments for area below TM walkway
(PR).  Includes hinged door each side
with push button latch and LED
compartment light.  Requires TM pump
module with walkway.
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147923

Vehicle Type

Order Date

Plan. Del.

Sales Admin.

Plt

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

3300-0021-004   

3300-0021-016   

3300-0022-003   

3300-0022-005   

3300-0022-015   

3300-0022-017   

3300-0188-003   

3300-0188-004   

3300-0188-005   

3300-0188-015   

3300-0188-016   

3300-0188-017   

3300-0188-027   

3300-0368       

DR RUP PAINTED SHORT ROM       

DR RUP PAINTED SHORT ROM       

DR RUP PAINTED TALL ROM        

DR RUP PAINTED TALL ROM        

DR RUP PAINTED TALL ROM        

DR RUP PAINTED TALL ROM        

PAN DRIP DOOR (EA)

PAN DRIP DOOR (EA)

PAN DRIP DOOR (EA)

PAN DRIP DOOR (EA)

PAN DRIP DOOR (EA)

PAN DRIP DOOR (EA)

PAN DRIP DOOR (EA)

DOOR PULL DOWN - BUNGEE        

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text Seq Eff.Date Qty

Door roll up tall (greater than 45")    
with satin finish ROM. Location(s): B1. 

Door roll up short (up to 45") with     
painted finish ROM. Location(s): L2.    

Door roll up short (up to 45") with     
painted finish ROM. Location(s): R2.    

Door roll up tall (greater than 45")    
with painted finish ROM. Location(s):   
L1.

Door roll up tall (greater than 45")    
with painted finish ROM. Location(s):   
L3.

Door roll up tall (greater than 45")    
with painted finish ROM. Location(s):   
R1.

Door roll up tall (greater than 45")    
with painted finish ROM. Location(s):   
R3.

Drip pan (E-ONE style) for a roll-up    
door (EA). Location(s): L1.

Drip pan (E-ONE style) for a roll-up    
door (EA). Location(s): L2.

Drip pan (E-ONE style) for a roll-up    
door (EA). Location(s): L3.

Drip pan (E-ONE style) for a roll-up    
door (EA). Location(s): R1.

Drip pan (E-ONE style) for a roll-up    
door (EA). Location(s): R2.

Drip pan (E-ONE style) for a roll-up    
door (EA). Location(s): R3.

Drip pan (E-ONE style) for a roll-up    
door (EA). Location(s): B1.
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147923
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  0

  0

  0

  0

  0

  0

  0

  0

3305-0032       

3305-0034-000-02

3305-0064-136   

3305-0069       

3305-0465       

3305-0466       

3320-0100       

3320-0182-497   

COV LDR TUNNEL W/MNT           

COV HSBD VINYL W/OUT RR FLP    

STRAP NYLON SS BKL RUN BRD     

COV SPDLY DP HINGD W/FXD RR    

NET CARGO BKL LANYD XLAY/SPDLY 

NET CARGO BKL LANYD HSBD       

STRAP SCBA BOTTLE BODY         

SCBA STRG 1 BOTTLE E-ONE       

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Pull-down bungee type straps for full   
height and high side roll-up door(s) on 
body / pump module. For use with ROM and
AMDOR doors only.

Cover for side ladder tunnel. To include
mounting bracket over upper ladders in  
pump module and black vinyl cover. Cover
to be removable for access to pump area.

Vinyl Red hose bed cover without rear   
flap(s). Requires rear cover option.    

Nylon black strap with stainless steel  
quick-release buckle for hose tray.     
Strap to attach to side walls of tray   
down low as applicable. Location:       
officer side running board.

Diamond plate speedlay cover. Includes  
fixed rear portion on rear of module    
(over backboard storage area, if        
applicable) and hold-open with grab     
handles on rearward area.

Nylon black cargo net on sides for      
crosslay/speedlay opening. Includes     
airline style quick release buckles at  
each corner (4 on each side). Rear      
buckles attached to a vertical lanyard  
pull release to allow net to drop       
down/fold forward for rapid deployment. 

Nylon black cargo net on rear of the    
hosebed. Includes airline style quick   
release buckles at each corner. The top 
and bottom buckles attached to a        
vertical lanyard pull release to allow  
net to drop down/fold either side for   
rapid deployment.

Strap, loop style to retain SCBA        
bottle(s). Locate one per bottle in each
exterior body storage compartment.      

E-ONE designed (1) SCBA bottle storage
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  0

  0

  0

  0

3320-0184-498   

3320-0184-500   

3320-0188-495   

3330-0277       

SCBA STRG 3 BOTTLE E-ONE       

SCBA STRG 3 BOTTLE E-ONE

WHEEL CHOCK STORAGE E-ONE

STEP RR FLDG DRV LED IC

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

driver side rear wheel well offset      
rearward with hinged door and push      
button latch. Door material to match    
wheel well material. Holds standard size
SCBA bottle, 20lbs ABC Extinguisher     
(10.25"x7"x24") or 2.5 gal Water        
Extinguisher (9"x7"x24.5"). Door shall  
cover the recessed fuel fill if located 
in the wheel well adjacent to the SCBA  
storage.

E-ONE designed (3) SCBA bottle storage
officer side rear wheel well offset
forward with hinged door and push button
latch. Door material to match wheel well
material. Holds standard size SCBA
bottles. Upper storage troughs hold
standard size 20lbs ABC Extinguisher
(10.25"x7"x24") or 2.5 gal Water
Extinguisher (9"x7"x24.5") in each
trough.

E-ONE designed (3) SCBA bottle storage
officer side rear wheel well offset
rearward with hinged door and push
button latch. Door material to match
wheel well material. Holds standard size
SCBA bottles. Upper storage troughs hold
standard size 20lbs ABC Extinguisher
(10.25"x7"x24") or 2.5 gal Water
Extinguisher (9"x7"x24.5") in each
trough.

E-ONE designed Wheel Chock storage
compartment driver side rear wheel well
offset forward with hinged door and push
button latch and wired to "Door Open"
indicator inside cab.Door material to
match wheel well material. Storage area
shall hold (2) Zico Model SAC-44-E or
comparable Wheel Chocks (not included).

Innovative Controls dual lighted LED
folding steps rear NFPA. Includes
folding steps on driver side rear of the
body. (staggered stepped as applicable
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  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

3330-0278       

3330-0279-060   

3330-0279-062   

3340-0035       

3340-0049       

3340-0058       

3340-0079       

3340-0093       

3340-0110       

3340-0114       

STEP RR FLDG OFC LED IC        

STEP FLDG LED IC

STEP FLDG LED IC

DIVIDER LONG HOSEBED           

PAN HOSEBED STORAGE

FUEL FILL RECESSED

TANK FILL TWRS IN HOSE BED PAN 

MUDFLAPS BLACK E-ONE           

DIVIDER HAND HOLE CUTOUT       

HOSEBED EXTENDED WIDTH         

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

4.00

4.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

with tailboard depth) for NFPA hosebed  
access and handrail mounted on driver   
side upper hosebed side (as applicable).

Innovative Controls dual lighted LED    
folding steps rear NFPA. Includes       
folding steps on officer side rear of   
the body. (staggered stepped as         
applicable with tailboard depth) for    
NFPA hosebed access and handrail mounted
on officer side upper hosebed side (as  
applicable).

Innovative Controls dual lighted LED    
folding step. Location: officer side    
front compartment face. Each location   
requires a minimum of (1) handrail per  
NFPA.

Innovative Controls dual lighted LED    
folding step. Location: driver side     
front compartment face. Each location   
requires a minimum of (1) handrail per  
NFPA.

Divider Long. To run full length of hose
bed (front to rear).

Hosebed storage pan. Locate in forward  
area of hosebed.

Recessed fuel fill driver side wheel    
well.

Locate Tank Fill Tower(s) in the hose   
bed storage pan as applicable.          

Mud flaps, rear, black with E-ONE logo. 

The rear of each hose bed divider to    
have a hand hold cut-out(s).

Hosebed above the booster tank and side 
body compartment(s). Includes forward   
hosebed and tower(s) cover plate work   
(as applicable) and extended width side 
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  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

3340-0125       

3340-0145       

3340-0151-000-13

3340-0486       

3340-0681       

3340-1044       

3340-1137-12C   

3340-1648       

3340-2668       

3365-0049       

RECESSED BOX DIRECT LIGHTBAR   

RUB RAIL PMP MOD AND BDY       

FLRMT DRI-DEK MEDIUM PKG       

WHL WELL SNGL DP W/ABS LNR     

MAINFRAME LAYOUT LINE 24"      

APPARATUS BDY ALM CONST 93"    

EQUIPMENT ALLOWANCE

TRIM ANODIZE ALUM BOTTOM EDGE  

OVRLY FLUSH ROOF TOP COMPTS    

LADDERS BRAND ALCO-LITE        

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

to side (over side compartment(s) for   
increased hosebed capacity.

Smooth plate sanded box for recessed    
directional light bar on rear body.     

Rub rail for the body and pump area     
module(s).

Dri-Dek Brand Black floor matting       
covering all applicable body compartment
floors, shelves, and rollout trays. Does
not include roof top compartments (Added
separately)

Diamond plate single axle wheel well.   
Includes bolt-on composite wheel well   
liners and bolt-on polished alum        
fenderettes.

Body mainframe layout line to be 24".   
Includes body and all applicable        
modules.

Body mainframe and hosebed side         
assemblies for a 93" high body.         

Equipment allowance on the apparatus    
shall be 2500 lbs. This allowance is in 
addition to the weight of the hoses and 
ground ladders listed in the shop order 
as applicable.

Anodized aluminum trim on bottom edge of
all body compartment openings including 
pump enclosure if applicable with       
painted edges.

The outboard panels of the roof top     
compartments (or full width hosebed if  
applicable) to have painted smooth plate
overlays that are flush with the body   
sides. Note: The front and rear of the  
panel will have a shallow vertical seam.
Long bodies may also have a center seam.
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  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

3365-0086-C36   

3365-0087-Z71   

3365-0149-O97   

3370-0245       

3370-0246       

3370-0247       

3380-0019-136   

3380-0498       

3380-0571       

4005-0031       

4005-0196       

PIKE POLE TYPE / SIZE          

SECTION AND ROOF LADDER LENGTH 

CONTENTS STORAGE TUNNEL

SHELF PERMANENT MNT

SHELF ADJ NON-TRANSV

TRACK SHELF/TRAY

TRAY SUCTION RUNNING BOARD

TRAY FLR MNT W/500LB SLDS

TRAY SLDMSTR FLR MNT TILT DOWN

RATING 1500 GPM

PUMP HALE QMAX 1250-2250-1/S

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

2.00

2.00

2.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Brand of ladders capable of being       
carried on unit to be Alco-Lite.        

Pike pole(s) capable of being stored are
to be the following length: (1) 8' and  
(1) 6' pike poles.

The length of ladders capable of being  
stored shall be the following: 24'      
2-section, 14' roof ladder and 10' attic
ladder w/shoes.

Storage tunnel capable of holding (1)
2-section, (1) roof, (1) attic, (2) pike
poles, (1) backboard in Officer.

Permanent fixed shelf. Aluminum or
stainless steel body applications.
Location:
R1 at offset; R3 at offset

Adjustable shelf for non-transverse
compartments. Location:
L1; B1 above Hose Reel

Tracks for adjustable shelf and/or
adjustable tray in a compartment.
Location:
L1; B1 above Hose Reel

Running board suction tray. Includes
removable slats in bottom of tray.
Location(s): officer side running board

Tray, floor mounted roll-out with gas
spring. 500 lbs. capacity. Location:
R3;

Floor mounted steel SlideMaster
roll-out/tilt down model SMT powder
coated silver with aluminum tray.
Location(s):
L2;

Rating 1500 GPM.
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  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

4010-0036       

4010-0099       

4015-0002       

4015-0008       

4015-0012       

4015-0022       

4015-0053-198   

4015-0053-199   

4015-0098       

4015-0210       

4015-0234       

4015-0242       

4405-0020       

TANK WATER R 780 GALLON        

FILL TOWER LOCATIONS           

SPEED COUNTER MECH HALE        

ANODES HALE PUMP - PR          

PUMP SHIFT OVERRIDE

PUMP SEAL MECH HALE

STEAMERS FLUSH + 1

STEAMERS FLUSH + 1

DRAIN MASTER  MANUAL           

COOLER PUMP 1/4 TURN VLV       

CNTRL ENG COOLER 1/4 TURN IC   

PRIMER TRIDENT AIR 3 BARREL    

BSTR REEL RR FOR 200'X1"       

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Hale QMAX 1000-2250 GPM single stage    
pump. Requires primer option.           

780 Gallon "R" Water Tank. Note: Any    
foam cell(s) and/or storage options thru
the tank will reduce the overall water  
capacity. Tank capacity is 780 US gallon
/ 649 Imperial gallons / 2952 Liters.   

Fill tower(s) to be located offset to   
officer side of water tank.

Mechanical speed counter for Hale pumps.

Zinc anodes for Hale pump (PR), (1)     
discharge side and (1) intake side.     

Pump shift override, side panel mounted.

Mechanical pump seal - Hale.

Steamers to be Flush + 1". Location:    
driver's side.

Steamers to be Flush + 1". Location:    
officer's side.

Manual operated master pump drain. The  
master drain shall be clearly marked and
placed in accessible location on pump   
panel.

Pump cooler with Innovative Control 1/4 
turn valve with "T" handle and label.   

Control for engine cooler. Includes     
Innovative Controls 1/4 turn valve with 
"T" handle and label. Requires engine   
cooler option.

Trident primer W/3 barrel push button   
control. For use with 1250 GPM and      
larger pumps. Requires 15.6 CFM or      
larger engine air compressor.           

Booster Reel. Reel to have capacity of  
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  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

4415-0008       

4415-0014-581   

4415-0014-582   

4415-0016-584   

4415-0022-350   

4415-0041       

4415-0054-583   

4415-0065       

4415-0178-530   

4415-1246       

4417-0034       

DIS 1.5 FR BPR MAN AKR         

DIS 2.5 LH PNL MAN AKR         

DIS 2.5 LH PNL MAN AKR         

DIS 2.5 RH PNL MAN AKR         

DIS 2.5 LH REAR MAN AKR        

DIS 3.0 DECK GUN MAN AKR       

DIS 4.0/3.0 RH PNL MAN AKR     

DIS 1.5 DBL SPDLY MAN AKR      

SWVL FJL POLISHED SS           

DECON DISCH .75 NON-HEAT OFF   

TFT EXT-A-GUN 3.0 X 18 DG MAN  

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

200' of 1" (not included). Requires     
rewind switch selection. Locate rear    
body compartment.

1.5" Front bumper discharge Akron manual
valve.

2.5" Left Pump Panel Discharge Akron    
Manual Valve.  Location: left side      
discharge 1.

2.5" Left Pump Panel Discharge Akron    
Manual Valve.  Location: left side      
discharge 2.

2.5" Right Pump Panel Discharge Akron   
Manual Valve.  Location: right side     
discharge 2.

2.5" Left Rear Discharge Akron Manual   
Valve.  Location: left rear discharge.  

3" Deck Gun Discharge, Akron manual     
valve. (outlet shall terminate with MNPT
threads unless extend gun is install)   

4" Right Pump Panel Discharge with 3"   
Akron Manual Valve (Waterous pumps noted
location to be forward lower port).     
Location: right side discharge 1.       

1.5" Double Speedlay with Akron Manual  
Valves.

Polished Stainless Steel Swivel Located 
on Top of Bumper driver's side outboard 
for Front Bumper Discharge.

Decontamination discharge 3/4" with     
valve; non-heated. Includes pressure    
reducing valve. Location; Officer side  
pump panel.

Deck gun TFT 18" Extend-A-Gun, 3" manual
operation.(outlet shall terminate with  
MNPT threads)
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  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

4417-0106-L65   

4417-0176       

4417-0182       

4417-0186       

4417-0246       

4435-0347-527   

4435-0451       

4435-0458       

4440-0004-202   

4440-0006       

4445-0048       

4450-0010       

4450-0119       

4460-0003       

PIPING DECK GUN LOCATION       

VLV 3/4  BLEEDER/DRAIN IC LFT  

CNTRL LVR IC T-HNDL TM         

BEZEL DISCH/INTAKE IC TM       

MONITOR/NOZ DEALER INSTALLED   

GA IC 10LED TNK LVL WTR/PSTNK2 

GA PRESS IC TC 2.5"

GA PRESS 0-400/30-0-400        

INT 2.5 TM CONTROL HNDL AKRON  

INT 2.5 RH PNL AKRON VALVE     

VLV INT RELIEF PRESSURE TFT    

TANK FILL 2.0 AKRON VLV        

TTP 3.0 AKRON W/4.0 TANK CONN  

PMP PNL TAGS COLOR CODED       

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

9.00

13.00

1.00

1.00

1.00

9.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Deck gun piping to be positioned        
centered in deck gun channel.           

Innovative Controls 3/4" bleeder/drain  
valve include lift lever with ergonomic 
grip.

TM Valve controls to be Innovative      
Controls T-handles with grip activated  
lock.

Innovative Controls discharge and intake
bezels with color code and verbiage for 
top mount pump panel.

Dealer/Customer installed monitor,      
nozzle and/or tips, make and model as   
specified.
ADDED NOTE: Elkhart Stringer 8297       

IC 10 LED SL series/Whelen PSTank2 water
tank level gauge package.  Location of  
Whelen PSTank2 Strip Lights: each side  
of cab rear of front doors.

Innovative Controls TC Series 2.5"      
(63MM) pressure gauge with chrome bezel.

Pump panel pressure gauges to be 0-400 /
Master Intake gauge to be 30-0-400.     

2.5" side suction top mount control     
handle Akron manual valve.  Location:   
driver side pump panel.

2.5" Right intake Akron manual valve.   

Intake pressure relief valve, Task Force
Tips.

2" tank fill Akron manual valve.        

3" tank to pump Akron manual valve w/4" 
tank connection.
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  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

4460-0087       

4465-0028       

4475-0000       

5010-0036       

5010-0049       

5010-0055-168   

5010-0055-649   

5010-0094       

5010-0100       

5100-0006-198   

5100-0036-5CV   

HOSE REEL BLOW-OUT IC          

GOV PRESS SENTRY CLASS 1       

PUMP CERT 750-2250 GPM         

ELEC SYSTEM  V-MUX

VEHICLE DATA RECORDER

DISPLAY VISTA IV (EA)          

DISPLAY VISTA IV (EA)          

SPRAY CORROSION INHIBITING     

AXIS SYSTEM E-ONE CHASSIS      

SWITCH FOOT Q2B

PROGRAMMING INSTRUCTIONS       

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Pump panel tags color coded per NFPA    
compliance.

Hose reel blow-out, with Innovative     
Controls 1/4" valve w/1/4 turn handle.  

Class 1 Sentry pressure governor/       
Twister throttle. Includes master intake
and discharge gauges, water, oil, tran, 
volt and tachometer.

Pump certification 750-2250 GPM (or     
metric/imperial equivalent).

V-MUX Electrical system for pumper /
tanker / rescue.

Vehicle data recorder - 2009 / 2016 /
2024 NFPA compliant. Includes occupant
detection shown in multiplex display.
E-ONE chassis only.

Vista IV display for V-MUX electrical   
system. Location: officer's side engine 
cover.

Vista IV display for V-MUX electrical   
system. Location: driver's side engine  
cover.

Nanoprotech corrosion inhibiting spray  
coating to be applied on all exposed    
electrical connections.

AXIS Smart Truck Technology. Includes   
roof mounted antenna and 5 year data    
plan. For use only with E-ONE chassis in
the USA.

Foot switch to control Q2B located      
driver's side.

Additional programming instructions: as 
specified.
ADDED NOTE: Additional programming      
instructions: body mounted scene/flood  
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  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

5100-0038-2S6   

5100-0165       

5110-0017       

5110-0219-762   

5150-0017       

5150-0025       

5150-0271       

5150-0289       

5150-0299-5WC   

5300-0504       

5300-0506-000-4V

5300-0507       

SWITCH HOSE REEL REWIND PB     

ALARM DOOR AJAR

ALARM BACK-UP 97 DB

12V BLUE SEA PWR DIST MODULE   

LT LICENSE PLATE LED           

LTS MRKR PKG BDY/CAB LED-P/TKR 

BRACKET LICENSE PLATE          

LTS S/T/T/BU 600 LED VRTPLAS3  

TURN SIGNAL PROGRAMMING        

MOUNT WHLN STD FRT BAR (PR)    

LIGHTBAR LED COLOR (FRONT)     

LT BAR WHLN F4X7 72" W/14 LED  

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

lights to be switched separately from   
the cab mounted scene/flood lights.     

Hose Reel rewind switch located on      
tailboard offset to officer side of B1. 

Audible door ajar alarm wired through   
door ajar light. For use with multiplex 
display(s) only.

Back-up alarm 97 dB.

Blue Sea 12V power distribution module  
model 5032. Location: behind officer's  
seat.

License plate light LED with chrome     
housing located at the rear of the body.

Marker light Truck-Lite LED body/cab    
package. E-One custom cab and pumper or 
tanker body only.

Bracket license plate at rear of body.  
Smooth plate sanded bracket.

Whelen 600 series LED vertical mount    
tail lights. Includes LED stop/tail,    
turn and back-up lights with vertical   
chrome ABS 3 housing and weatherproof   
connectors. Requires turn signal flash  
pattern.

Front (if applicable) and rear turn     
signal flash pattern: populated arrow.  

Whelen MKEZ7 1.5" standard mount for    
front light bar (PR).

Front light bar LED color: Red/White    
with clear lenses (If applicable,       
includes side facing when colors are the
same.)

Light bar Whelen Freedom IV Model F4X7  
72" with 14 LED modules. Location:      
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ORDER DETAIL WITHOUT PRICES BY PLANT

Project

Sales Order

147923

147923

Vehicle Type

Order Date

Plan. Del.

Sales Admin.

Plt

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

5300-0508-666   

5300-0518       

5310-0017       

5310-0020-846   

5310-0025       

5350-0322       

5350-0516       

5380-0032       

5380-0111       

5380-0144       

LT BAR WHLN F4M SIDE (PR)      

MOUNT WHLN STD SIDE BARS (4)   

LT DIR WHLN TAL65 LED 36"      

LOC - DIRECTIONAL LT BR CNTRL  

DIRECTIONAL LT WIRING CIRCUIT  

INTRCM FIRECOM CAB WIRELESS    

CAM FRC INVIEW 360 HD W/O MNTR

LT GROUND PKG LED LG

LT COMPT AMD LED MED CABINET

LT COMPT PKG AMDOR LED MED DUA

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Centered on the front cab roof.         

Whelen Mini-Freedom IV side facing light
bars (PR) 21.5" with 4 LED modules.     
Location: each side over front cab      
doors.

Whelen MKEZ7 1.5" standard mount for    
mini side facing light bars (4).        

Whelen Traffic Advisor model TAL65 LED -
36" long.

Directional light bar control is to be  
located center overhead console offset  
to driver side.

Directional light circuit wiring through
upper level warning.

FireCom wireless intercom kit to include
a digital dual intercom model 5200D, one
(1) base transmit unit with up to (10)
radio/intercom only transmission and up
to (10) headset hooks shall be installed
within the cab. Headsets are not
included and ordered separately (misc
loose equip).

Camera system FRC inView 360 HD.
Includes 4 cameras located front, rear,
left and right and view select
button(s). Dealer/Customer to provide SD
card(s) for recording capability.
Requires seperate multiplex color
display as the monitor. Note: cameras
must be located as high as possible with
side cameras centrally located.

Ground light package LED - large.

Compartment light Amdor LED for medical
cabinet (EA).

Compartment light package Amdor Luma-Bar
LED for medium bodies. Includes two
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ORDER DETAIL WITHOUT PRICES BY PLANT

Project

Sales Order

147923

147923

Vehicle Type

Order Date

Plan. Del.

Sales Admin.

Plt

  0

  0

  0

  0

  0

  0

  0

  0

5380-0162       

5380-0323       

5390-0007       

5390-0025       

5390-0089       

5390-0152-397   

5390-0164-457   

5390-0264-G98   

LT RECSS STEP LED TRK          

LTS EON STEP/GRND AUX STEP     

DECK LIGHT WIRING CIRCUIT      

CAB SCENE LIGHTS-SWITCHING     

LT HOSEBED WHLN PFBP12C LED    

LTS SCENE WHLN 600 SPR LED(PR) 

LTS SCENE WHLN 900 SPR LED(PR) 

LT SCENE FIRETECH FT-GESM (PR) 

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

lights per compartment (four if         
transverse).

Light recessed step Truck-Lite LED.     
Locate one each side of top mount       
walkway.

The auxiliary steps below the cab doors 
and/or below pump module/body (if       
applicable) to have EON LED lights to   
illuminate the stepping surface and     
ground below (IPO lights indicated in   
the main ground light package).         

Deck/scene light circuit wiring through 
chassis reverse. Requires rear deck or  
scene light.

Cab scene lights are to be switched with
cab doors in addition to standard.      

Hose bed light Whelen PFBP12C LED.      
Locate center front of hose bed.        
Switched with work light switch in cab. 

Whelen 600 series gradient Super LED    
scene lights (PR) with weatherproof     
connectors. Switch in cab (driver and   
officer side lights switched
separately). Locate (1) each side of    
cab, rearward of forward doors, up high.

Whelen 900 series model 9SC0ENZR Super  
LED Opti-Scene light (PR) with          
weatherproof connectors. Switch in cab  
(driver and officer side lights switched
separately). Locate (1) each side of    
body rear facing up high.

FireTech FT-GESM scene lights (PR) with 
chrome flange (when required) and       
weatherproof connectors. Switch in cab  
(driver and officer side lights switched
separately). Locate: (1) each side of   
body side facing upper forward.         
ADDED NOTE: Locate Scene lights inboard 
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ORDER DETAIL WITHOUT PRICES BY PLANT

Project

Sales Order

147923

147923

Vehicle Type

Order Date

Plan. Del.

Sales Admin.

Plt

  0

  0

  0

  0

  0

  0

  0

  0

  0

5390-0264-G99   

5400-0185       

5400-0224       

5400-0260       

5400-0262-202   

5400-0262-203   

5450-0293       

5500-0009       

5500-0010-209   

LT SCENE FIRETECH FT-GESM (PR) 

LT PUMP COMPT TECNIQ LED (EA)  

LT ENGINE COMPT LED  (EA)      

LT PMPPNL E10 LED 7 LT TM PKG  

LT PMPPNL E10 LED ADDL (EA)    

LT PMPPNL E10 LED ADDL (EA)    

LT FIRETECH 75" BROW W/ML WHT  

SIREN FED PA300 RECSED         

SIREN FED Q2B-FLUSH BMPR MNT   

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

of Warning Lights

FireTech FT-GESM scene lights (PR) with 
chrome flange (when required) and       
weatherproof connectors. Switch in cab  
(driver and officer side lights switched
separately). Locate: (1) each side of   
body side facing upper rearward.        
ADDED NOTE: Locate Scene lights inboard 
of warning lights

LED pump compartment light (EA).        

Engine compartment light Optronics LED  
Series ILL22 (EA).

TecNiq model E10 pump panel LED light   
package - top mount. Includes (2) lights
per side pump panel and (3) lights for  
top mount panel. Side pump panels over  
45" wide may require additional lights. 
Top mount only.

TecNiq model E10 LED pump panel light - 
additional (EA). Location: driver side  
pump panel.

TecNiq model E10 LED pump panel light - 
additional (EA). Location: officer side 
pump panel.

FireTech 75" 12V brow light with        
integrated marker lights and white      
housing with spot, flood & beam pattern.
Includes switch accessible to driver.   
Replaces front brow marker lights.      
Requires special bracket 5450-0340 on   
aerials with waterway trough. Not       
available on aerials with deep trough.  

Federal PA300 electronic siren recessed 
(if applicable)  mounted.

Federal Q2B siren - flush mounted in    
bumper. Location: driver side front     
bumper. Requires activation switch.     
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ORDER DETAIL WITHOUT PRICES BY PLANT

Project

Sales Order

147923

147923

Vehicle Type

Order Date

Plan. Del.

Sales Admin.

Plt

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

5500-0024-170   

5510-0009       

5510-0029-211   

5510-0078       

5600-0671-3RH-4T

5600-0850-170   

5600-0958-3RE-4U

5600-0958-3RF-4U

5600-0958-3RG-4U

5600-0958-3RI-4U

LOC - ELECTRONIC SIREN         

SPKR TS100N MNTD ON PUMPPNL    

SPKR FED DYNAMAX ES100-E1      

CNTRL SPKR VOL PPNL MTD        

LTS WHLN ION-T SPR LED  (PR)   

LT HAZARD TECNIQ S38 LED       

LTS WHLN 600 SUPER LED (PR)    

LTS WHLN 600 SUPER LED (PR)    

LTS WHLN 600 SUPER LED (PR)    

LTS WHLN 600 SUPER LED (PR)    

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

The primary electronic siren control is 
to be located center overhead.          

Federal TS100-N speaker mounted on pump 
panel.

Speaker, Federal Signal Dynamax ES100   
with "E-ONE" grille through bumper.     
Location: officer side front bumper.    

Speaker volume control on pump panel for
pump panel mtd speaker. Locate next to  
speaker.  Requires seperately added     
1750-0881 wiring option if E-ONE        
pre-wiring is required.

Warning light Whelen ION-T Series model 
TLI Super LED (PR). Color: RED with     
CLEAR lenses. Location: (1) each side   
NFPA/ULC required lower zone rear side  
facing. (Split light head(s) containing 
"white" light(s) are for additional or  
non-NFPA warning lights only - NOT for  
use in a NFPA compliant package.) Note: 
ION-T Series light only available with  
clear lenses.

Hazard (door ajar) light TecNiq S38 LED 
red. Location: center overhead.         

Warning light Whelen 600 series Super   
LED (PR). Color: RED with RED lenses.   
Location: (1) each side NFPA/ULC        
required lower zone front facing.       

Warning light Whelen 600 series Super   
LED (PR). Color: RED with RED lenses.   
Location: (1) each side NFPA/ULC        
required lower zone forward side facing.

Warning light Whelen 600 series Super   
LED (PR). Color: RED with RED lenses.   
Location: (1) each side NFPA/ULC        
required lower zone midship side facing.
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ORDER DETAIL WITHOUT PRICES BY PLANT

Project

Sales Order

147923

147923

Vehicle Type

Order Date

Plan. Del.

Sales Admin.

Plt

  0

  0

  0

  0

  0

  0

  0

  0

5600-0958-464-4U

5600-0959-457-4U

5600-0959-G98-4U

5600-0959-G99-4U

7400-0005       

7900-0014       

8100-0089       

8100-0116       

LTS WHLN 600 SUPER LED (PR)    

LTS WHLN 900 SUPER LED (PR)    

LTS WHLN 900 SUPER LED (PR)    

LTS WHLN 900 SUPER LED (PR)    

DISCHARGE ELBOW 2.5" 45 DEGREE 

KIT DRIVEAWAY DOT REQUIRED     

UN-PAINT PMP/PRCNT MODULE      

REAR BODY UNPAINTED

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

3.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Warning light Whelen 600 series Super   
LED (PR). Color: RED with RED lenses.   
Location: (1) each side NFPA/ULC        
required lower zone rear facing.        

Warning light Whelen 600 series Super   
LED (PR). Color: RED with RED lenses.   
Location: (1) each side of cab down low 
just ahead of rear doors.

Warning light Whelen 900 series Super   
LED (PR). Color: RED with RED lenses.   
Location: (1) each side of body rear    
facing up high.

Warning light Whelen 900 series Super   
LED (PR). Color: RED with RED lenses.   
Location: (1) each side of body side    
facing upper forward.

Warning light Whelen 900 series Super   
LED (PR). Color: RED with RED lenses.   
Location: (1) each side of body side    
facing upper rearward.

Chrome discharge elbow 2.5", 45 degree. 

DOT Required Drive Away Kit - Kit       
includes three (3) triangular warning   
reflectors with carrying case. This kit 
is for the end user and is to remain    
with the truck.

All applicable pump/pre-connect         
application modules are to have a sanded
finish (not painted job color). Includes
upper and lower pump modules, crosswalk 
module and/or speedlay/pre-connect      
module (as applicable). Rear mounted    
body/pump module to be painted job      
color.

Rear body surface to have a sanded      
finish (not painted job color). Includes
hinged doors that do not have discrete  
sales codes and removable panels.       
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ORDER DETAIL WITHOUT PRICES BY PLANT

Project

Sales Order

147923

147923

Vehicle Type

Order Date

Plan. Del.

Sales Admin.

Plt

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

8100-0176-000-17

8100-0177-000-18

8100-0182-000-17

8100-0222       

8100-0416       

8100-0662       

8100-0710       

8150-0011       

8175-0086-000-39

8200-0113       

8200-0114       

PAINT E-ONE CHASSIS CAB        

PAINT CAB 2-TONE COLOR         

PAINT BODY - SMALL

PAINT ROLL UP DR HEADER PLATE  

GRILLE PNTD MESH W/PNTD FLAG   

SANDED REAR CAB EXTRUSIONS     

PAINT BREAK STANDARD W/DIP     

CAB INTER PAINT MT GRAY        

SCORP BUMPER TOP PERIMETER     

LETTER SCOTCHLITE (EA) <=6     

LETTER SCOTCHLITE (EA) <=12    

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

14.00

20.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Paint E-ONE chassis cab - Sikkens paint 
(non-metallic color). Color: FLNA 3225  
E-ONE RED.

Paint cab Sikkens two-tone (non-metallic
color). Upper area of cab to be painted 
FLNA 4006 E-ONE WHITE.

Paint Body - Small - For Pumpers, Rear  
Mounts, S/A Tankers and Rescues. Sikkens
paint (non-metallic color). Color: FLNA 
3225 E-ONE RED.

Paint roll up door header plate(s) job  
color for all painted roll-up doors.    

Front cab grille mesh painted with the  
waving United States flag. ONLY         
available on Typhoon and Cyclone cabs.  

Sanded rear cab extrusions. Same height 
as rear cab diamond plate overlay       
panels.

Cab paint break - standard with dip to  
grille. Break is 35.5" inches below the 
drip rail. 100" wide Cyclone with 4"    
raised roof only.

The interior of the cab to be painted   
multi-tone gray finish.

The top perimeter of the bumper to have 
Job Color Scorpion finish. Includes top 
lip, radius, and approx. 1" down.       
Requires formed heavy duty bumper.      
ADDED NOTE: FLNA 3225 E-ONE RED.        

Scotchlite Letter (Each) upto 6" tall.  
The exact size, color and location of   
the letters as specified by the         
customer.

Scotchlite Letter (Each) upto 12" tall. 
The exact size, color and location of   
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ORDER DETAIL WITHOUT PRICES BY PLANT

Project

Sales Order

147923

147923

Vehicle Type

Order Date

Plan. Del.

Sales Admin.

Plt

  0

  0

  0

  0

  0

  0

  0

  0

  0

8200-0116       

8200-0117       

8300-0042       

8300-0273-000-J7

8300-0274-000-J7

8300-0331       

8300-0338       

8300-0381       

8300-0446       

LETTER SHADE AND/OR OUTLINE EA 

LETTER SIGN GOLD (EA) <=6      

STRIPE RUBRAIL WHITE           

STRIPE V98 6" CHEVRON A BMPR   

STRIPE V98 6" CHEVRON A RR     

STRIPE SCLITE NOSTRT UPTO 6W   

STRIPE PAINT BRK SCTCHLITE     

YLW  MRKER FOR STND / WLK AREA 

STRPE TRY/TLBD/SHL YEL/RED V98 

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

140.00

140.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

the letters as specified by the         
customer.

Shade and/or outline (EA) for letters as
specified by the customer.

Sign Gold Letter (Each) upto 6" tall.   
The exact size and location of the      
letters as specified by the customer.   

White rubrail scotchlite insert.        

Chevron "A" style 6" Reflexite V98      
striping on front bumper. Colors to be  
Red/Fluorescent Yellow Green.           

Chevron "A" style 6" Reflexite V98      
striping full width on rear of body.    
Includes rear facing extrusions, panels 
and doors. Colors to be Red/Fluorescent 
Yellow Green.

Single NFPA Scotchlite Stripe - up to 6"
wide with hockey style, Z or S style or 
other customer specific design style.   
Stripe to be installed on cab and the   
body. Size, color and location as       
specified by the customer.

Paint break Scotchlite cab stripe - 3/4"
wide with customer specified color. To  
be located above existing paint break.  

Yellow perimeter marking to indicate    
designated standing / walking areas     
above 48" high in compliance with NFPA  
1900/1901 consisting of individual      
Reflexite diamonds approximately 1"     
wide. Steps, ladders and areas with a   
railing or structure at least 12" high  
are excluded from this requirement.     

Florescent Yellow Green/Red V98. Locate 
on front of roll-out tray(s), front lip 
of adjustable/fixed shelves and tool    
board(s) on outer vertical edge on both 
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ORDER DETAIL WITHOUT PRICES BY PLANT

Project

Sales Order

147923

147923

Vehicle Type

Order Date

Plan. Del.

Sales Admin.

Plt

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

  0

8400-0010-1V4   

8400-0060       

9100-0101       

9100-0102       

9100-0117       

9100-0126       

9100-0131       

9100-0132       

9100-0136       

9100-0138       

9100-0139       

CUSTOMER LOGO (EXISTING) (EA)  

DRAWING GRAPHICS

WARRANTY MERITOR FRT AXLE

WARRANTY MERITOR RR AXLE

WARR 1 YR/24K GENERAL

WARR CUSTOM CHAS 1Y/18K

WARR REG EMISSIONS 5Y/100K

WARR ELECTRICAL 1Y/18K

WARR BODY STRL ALUM 10Y/100K

WARR CAB STRUCTURE 10Y/100K

WARR PLMB/PIPE SS 10Y/100

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

2.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

sides of ALS compartment (if
applicable).

Install customer logo from an existing  
E-ONE design (EA). Location: reference
graphics layout drawing

Graphics drawing showing striping,
lettering and logos. Requires E-ONE
installed graphics.

Meritor 5 year / unlimited miles parts
and labor warranty for front non-drive
axle. Exceptions: MFS rated at 22,800
includes a 2 year / 200K miles parts and
labor warranty and a front drive axle
includes a 2 year / unlimited miles
parts and labor warranty.

Meritor 5 year unlimited miles, parts
and labor rear drive single or rear
drive tandem axle warranty.

General One (1) year or 24,000 Miles
Limited Warranty (RFW0001)

Custom chassis One (1) Year or 18,000
Miles Limited Warranty (RFW0101).

Regulated Emissions Systems Five (5)
Years or 100,000 Miles Limited Warranty
(RFW0140). N/A for California. For units
going to California use 9100-0162 with
L9 and 9100-0163 with X12/15.

Electrical One (1) Year or 18,000 Miles
Limited Warranty (RFW0201).

Body Structure Aluminum Ten (10) years
or 100,000  Miles Limited Warranty
(RFW0502).

Cab Structural Ten (10) Years or 100,000
Miles Limited Warranty (RFW0602).

Plumbing and piping (Stainless Steel)
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ORDER DETAIL WITHOUT PRICES BY PLANT

Project

Sales Order

147923

147923

Vehicle Type

Order Date

Plan. Del.

Sales Admin.

Plt

  0

  0

  0

  0

  0

  0

  0

  0

9100-0140       

9100-0151       

9100-0165       

9300-0009       

9300-0012       

9300-0016       

9300-0031       

9300-0316       

WARR PAINT LIMITED - 10Y       

WARR FRAME CORROSION 25/150    

WARR FRAME ASSY STRL 50Y/250K  

MANUALS OPERAT & SRVC          

APPROVAL DRAWINGS PUMP PNL     

APPROVAL DRAWINGS-STANDARD     

APPROVAL DRAWINGS DASH PANEL   

GUIDE FAMA SAFETY

 1

 1

 1

 1

 1

 1

 1

 1

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

06-01-23

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Item Number Item Description / Text
Spq Code

Seq Eff.Date Qty

Ten (10) years or 100,000 Miles Limited 
Warranty (RFW0800).

Paint and Finish (Exterior Clear coated)
Ten (10) Years Limited Warranty         
(RFW0710).

Frame Rail Corrosion (Zinc Plate and    
Powder Coat) Twenty Five (25) Years or  
150,000 Miles Limited Warranty          
(RFW0316).

Frame Rail Lifetime (50) Years or       
250,000 Miles Limited Warranty          
(RFW0305).

Manuals, Operator and Service in digital
format.

Pump panel approval drawings. Will be   
provided on purchased units prior to    
construction.

Approval Drawings-Standard.

Dash/Console panel layout approval      
drawings. Will be provided on purchased 
units prior to construction.

Fire Apparatus Safety Guide published by
FAMA, latest edition.
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 End of Detail....




