Fire Apparatus Quotation for:

@ SO 147924

Quotation Number:
Unit Description:
Quote Description:

129814 Rev: 14
PRAL-CYCN
Rescue Pumper, Aluminum, Cyclone

Salesperson:

Salescode Extended Description Qty

TESTING COMPLIANCE STANDARD

1001-0017 Unit is part of a multiple order. Production order numbers are: 1

1001-0100 Prior trucks for this customer include the following shop order(s): 1

1001-0103 The E-ONE supplied components of the vehicle shall meet the requirements of NFPA 1
1900, 2024 edition.

3090-0003 OAH RESTRICTION. The unit has an overall height restriction and the height is not to 1 10ft. 4in.
be exceeded (unloaded condition).

3090-0005 OAL RESTRICTION. The unit has an overall length restriction. The length is not to be 1 34ft. 7in.
exceeded.

3090-0006 The hose bed is to have the capacity for the following hose. Hose load shall be listed 1 Lay 1 - 1000 ft. of 3.00 DJ Lay 2 - 1000 ft. of 5.00
from driver to officer. LDH Estimated Weight - 1790 Ibs.

3340-1137-12C Equipment allowance on the apparatus shall be 2500 Ibs. This allowance is in 1
addition to the weight of the hoses and ground ladders listed in the shop order as
applicable.

INSPECTIONS AND PENALTIES

|1002—0001 | Final inspection trip. 1

BUMPERS

1160-0008 3/16" Front Bumper Gravel Shield. 1

1160-0013 16" Front Bumper Gravel Shield Extension. 1

1160-0345 Heavy duty, formed, 10" front bumper with full wrap around. Corners to be tapered 1
for up to an 8.5" wide mounting area (Units with drop style frame extension and
recess notch mayl reduce size of mounting area). Includes support wings for
outboard sides (as applicable). To be painted as specified.

1160-0347-198 Bumper to have a 5.625" deep x 10.5" wide notch for recessed mechanical siren. 1

Location: driver's side
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Salescode Extended Description Qty
BUMPER TRAYS
1150-0055 Hinged diamond plate lid for center bumper tray. Includes: seal, 1/4 turn latch and 1
gas shock hold open device.
1150-0115-1KB Notch bumper tray lid for preconnected hose. Notch location: 5" front to rear x 3" 1
side to side offset forward on driver side of driver tray lid.
1150-0159 Bumper tray center of bumper with slats 16 inches deep (approx 15 inches to slats). 1
FRAME ASSEMBLY
1250-0011 Rear underbody support frame. 1
1250-0080 Frame assembly with 10.25 x 3.5 x .375 powder coated galvanized rails. 1
1250-0083 Frame liner 9.375 x 3.125 x .375, galvanized and powder coated. 1
1250-0092 GEOMET coated frame assembly fasteners. 1
AXLE OPTIONS
1025-0017 Meritor RS-25-160 single rear axle 27,000 I|b. capacity. 1
1025-0028 Koni shock absorbers for front axle - adjustable. 1
1025-0030 Stemco sight glass for front axle hubs. Inboard wheel seals will be Chicago Rawhide 1
(or equivelant).
1025-0210 Meritor FL-943 front axle 21,000 |b. Includes maintenance free bushings. 1
SUSPENSIONS
1070-0049 Rear suspension springs rated equal to the capacity of the axle. Includes 1
maintenance free bushings and alignment capability.
WHEEL OPTIONS
1050-0007 Front axle wheel trim kit. Includes stainless steel lug nut covers (chrome plated 1
plastic if applicable) and center cap with E-ONE logo. Note: Center cap will have an
inspection port IPO a logo if equipped with Stemco oil seals.
1050-0008 Rear axle (single) wheel trim kit. Includes stainless steel lug nut covers (chrome 1
plated plastic if applicable) and center cap with E-ONE logo. E-ONE custom chassis
w/steel wheels will have chrome plated plastic lug covers.
1050-0017 Each inside wheel of the single rear axle shall have valve stem extensions. 1
1050-0044 Accuride aluminum wheels for front axle (2). 1
1050-0045 Accuride aluminum wheels for rear axle (4). 1
TIRE OPTIONS
‘1060-0005 Four Michelin 12R tires model XZE highway tread for rear axle.
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1
TIRE OPTIONS
1060-0117 RWC AirGuard LED tire pressure monitoring valve stem caps (6) for single rear axle
applications.
1060-0212 Two Michelin 425 tires model XZE for front axle. 1
BRAKE SYSTEMS
1100-0001 Meritor EX225H 17" disc brakes for front axle. 1
1100-0002 ArvinMeritor 16-1/2" x 7" S-cam brakes with cast brake drums for a single rear axle. 1
1100-0005 Brake system air 4X2/4X4. 1
1100-0006 Parking brake release mounted on the driver's side lower dash. 1
1100-0024 G4 Electronic Stability Control (4x2), Includes RSC and ATC. Not available on 1
mechanical 4x4, commercial chassis or tiller. (Available with Ez-Trac 4x4).
AIR SYSTEM OPTIONS
1110-0000-001 Inlet for air system. Location: driver door jamb. 1
1110-0002 Air dryer Bendix AD-9. 1
1110-0007 Air lines braided. 1
1110-0026 Air horns Hadley e-tone recessed in bumper (PR). 1
ENGINES & TRANSMISSIONS
1200-0017 Push-button transmission shift selector. 1
1200-0021 TranSynd, Shell Spirax S6ATF A295, or equivalent synthetic transmission fluid for 1
EVS4000 series.
1200-0097 Electronic limiting of speed to 68 MPH maximum. Note: Axle gear ratio will be as low 1
as possible while allowing for 68 MPH top speed to improve acceleration. Note: Max
speed may be set at 65 MPH due to tire rating.
1200-0474 Eng/Trans Cummins X12 500HP with EVS4000 transmission. 2024 EPA Compliant. 1
Includes Acumen telematics and Certified Clean Idle holographic decal. NOTE: If a
pre-2027 emission engine is NOT available at the time of build (starting production
on January 1, 2026) your order will automatically be upgraded and charged for either
the 2027 EPA compliant Cummins X-10 or X-15, with all associated costs being
passed on to the end user. No exceptions.
SECONDARY BRAKING
1125-0002 Jacobs engine compression brake. Note: Brake lights will illuminate when auxiliary 1
brake is activated. Page 3 of 27 7/31/2025
1125-0023 Transmission to seek second gear when Jacobs engine brake or Telma retarder is
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SECONDARY BRAKING

| | engaged. N/A with Trans retarder.

COOLING PACKAGE

1800-0013 Cooling system for use with Typhoon, Cyclone and Quest chassis. For use with 2010 - 1
2024 EPA engines. Includes coolant recovery system.

1800-0029 Engine cooler. E-ONE chassis only. Requires control option for pump panel. 1

FUEL SYSTEMS

1350-0005 Fuel system 65 gallons. 1

1350-0009 Fuel line hose braided. Includes fuel pick-up (if applicable). 1

ALTERNATOR

|1700-0027 Alternator Leece Neville 420 amp. 420 amp SAE/369 amp NFPA. 1

BATTERIES

|1400-0002 Battery four group 31 1000 CCA. 1

CHASSIS OPTIONS

1680-0005 Thermatic fan clutch. 1

1680-0007 Drivelines 1810. Required on 1550 Ib/ft torque or greater engines. N/A with 1
EVS3000 transmission.

1680-0008 Tow eyes front painted below bumper/cab (PR). Tow eyes will be integral when used 1
with a drop style frame extension.

1680-0011 Tow eyes rear below body, painted. 1

1680-0250-M58 Diesel Exhaust Fluid (DEF) 5 gallon tank. Location: left side below rear of cab. 1

1680-0284 Radiator mounted power steering cooler. 1

CAB MODEL

|1520—0244 Cyclone long cab - 100" wide (67.5" CA). 1

CAB ROOF TYPE

1615-0007 Delete rear vista roof windows. 1

1615-0041 Vista cab roof 4F/12R. Includes 4" front raise and 12" rear raise (8" step up). Does 1
not include front or front side Vista windows. For use with 100" wide Cyclone only. 1

CAB BADGE PACKAGE

‘ 1610-0000

Cab and body to have applicable E-ONE logos.
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1

CAB DOOR OPTIONS

1550-0003 Rear crew cab doors in the medium position.

1550-0015 Stainless steel protective trim on rear edge of cab door openings. E-ONE custom 1
chassis only.

1550-0084 All cab exterior entry doors to have 1250 keyed locks. 1

1550-0135 Stainless steel trim on the vertical edge of the over wheel cab compartment opening 1
and/or rear cab compartment (ea).

1550-0159 Interior cab door locks - manual. Will be individually actuated from each respective 1
door. Includes key lock on each exterior cab door handle.

1550-0179-000-17 Red/Fluorescent Yellow Green Reflexite V98 chevron "A" stripe on lower cab door 1
panel approx 18" high. Stainless steel/painted door panels only. E-ONE cabs only.

1550-0180 Cab door panels stainless steel. Includes upper and lower panels with seam below 1
handrail.

1550-0266 Stainless steel trim on bottom edge of the exterior cab compartment openings. 1
Includes wheel well and rear compartments (as applicable).

1550-0283 Driver and officer cab door windows with manual regulators. For use with new 1
Typhoon and Cyclone cabs.

1550-0284 Rear crew cab door window(s) with manual regulator(s). For use with new Typhoon 1
and 100" wide Cyclone cabs.

1550-0288 Cab doors to extend down to cover lower step well. For use with new Typhoon cab 1
and 100" wide Cyclone only.

1550-0378 All cab doors shall have exterior pull style handles with chrome metal base and 1
integral key lock.

CAB STEP OPTIONS

1640-0045-158 Step below cab door. Open back style with angled corners. Located driver's front 1
door. Steps under front cab doors shall not interfere with approach angle.

1640-0045-159 Step below cab door. Open back style with angled corners. Located officer's front 1
door. Steps under front cab doors shall not interfere with approach angle.

1640-0045-160 Step below cab door. Open back style with angled corners. Located driver side rear 1
door. Steps under front cab doors shall not interfere with approach angle.

1640-0045-161 Step below cab door. Open back style with angled corners. Located officer side rear 1
door. Steps under front cab doors shall not interfere with approach angle.

1640-0047 Lower steps to extend 3.5" past cab. For use with legacy Typhoon / Cyclone with i
barrier style doors and new Typhoon / Cyclone with barrier style or extended doors.

Dana B Af D7 7/21 /202K
MIRRORS
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MIRRORS
. Page 6 of 27 7/31/2025
Location: mounted on front corners of cab.
1670-003 2" extension for Ramco mirrors.
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HVAC

1515-0099
C:\WINDOWS\TEMP\STP
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MEDICAL CABINETS Page 8 of 27

cabinet to store drum for roll up door(vista only). Includes external locking pan door
C:\WINDOWS\TEMP\STPGRPRIPted dnlorel g6 euid Antedor doskingopré-wpodoet mgthsakis finish. Cabinet includes

(2) adjustable shelves. Cabinet is approximately 42H x 22W x 28D on Typhoon and

Cyclone and 42H x 25W x 28D on 100" wide Cyclone and Quest (viewed from

infarinr)
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1
CAB ELECTRICAL
OPTIONS Mount customer supplied antenna on cab roof. Location: per antenna layout drawing
1750-0071-3XY with cable terminating center of dash. Note: New antenna with original packaging
only, used antenna not acceptable.
1750-0072-592 12 VDC electrical outlet wired battery hot. Location: driver side dash. 1
1750-0072-593 12 VDC electrical outlet wired battery hot. Location: officer side dash. 1
1750-0073-585 Antenna base Tessco P/N 90942 (NMO Motorola Style - also called MATM style) on 1
cab roof. Location: driver side forward with coaxial cable terminating at the center of
the dash board.
1750-0075 English dominant main cab gauge cluster. 1
1750-0158 Dome Lts Weldon Red/White LED. Package includes two lights mounted in the front 1
and two mounted in the rear of the cab. White light wired through door and light
assembly switch. Red light through light assembly switch.
1750-0166 ATC override switch. 1
1750-0198-A31 Battery charger to be located behind driver's seat. 1
1750-0263 Radio speakers pair. Locate each side rear cab ceiling. Wiring to terminate in center 1
dash for customer installed radio(s).
1750-0265 Speedometer for officer side multiplex display. 1
1750-0449 Momentary DPF regeneration override switch. 1
1750-0483 Control push-button switch on officer's switch panel for Q2B siren brake. 1
1750-0554 FireTech LED cab headlights. 1
1750-0764 Daytime Running Light TecNiq LED strip (PR) with polished alum housing located 1
between quad headlight bezels (New Typhoon and Cyclone only).
1750-0768 TecNiq D07 LED cab door step area lighting. Includes (2) lights at each door area. 1
Lights to be switched with door ajar.
1750-0881 Speaker wire for dealer/customer installed radio to be connected to pump panel 1
mounted speaker. Wiring termination point to be as specified by sales.
1750-0987-172 Turn signal Whelen 600 LED amber pair located upper headlight bezel. Flash pattern 1
will match rear selected pattern.
Page 9 of 27 7/31/2025
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1750-1004 Battery charger Kussmaul Chief Series. 120/240 volt inlet, 40 amp output. Includes 1
remote and built-in touch screen displays.

1750-1013-545 Dual port USB charging receptacle in the cab wired battery hot. Includes USB-A and 1
USB-C ports. Location: In cab driver side on 3 x 3 post rear facing just above engine
cover (or seat riser if in a Hush).

1750-1013-592 Dual port USB charging receptacle in the cab wired battery hot. Includes USB-A and 1
USB-C ports. Location: driver side dash.

1750-1013-593 Dual port USB charging receptacle in the cab wired battery hot. Includes USB-A 1

Page 10 of 27
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CAB ELECTRICAL OPTIONS
| | and USB-C ports. Location: officer side dash.
BODY COMPT LEFT SIDE
3100-0152 Driver side body with full height 36" wide forward and 50" wide rearward enhanced 1
extended compartmentation. Includes (1) 56" wide compartment over the wheel
well.
BODY COMPT RIGHT SIDE
3120-0282 Officer side body with full height 36" wide forward and 50" wide rearward enhanced 1
extended compartmentation. Includes (1) 56" wide compartment over the wheel well
and one (1) storage tunnel.
BODY COMPT REAR
3110-0013 Full Height Rear Compartment with Officer Side Storage Tunnel. Includes smooth 1
plate panels and storage access door with push button latch.
3110-0052 Bolt-on diamond plate tailboard (full width of rear compartment). Includes the 1
enhanced extended side compartment frame work and handrails provided as
applicable to meet NFPA 3-point contact requirements.
3110-0092 Enhanced Extended Compartmentation stepped down below hosebed level. Includes 1
embossed diamond plate compartment tops.
DOORS
3300-0019-027 Door roll up tall (greater than 45") with satin finish ROM. Location(s): B1. 1
3300-0021-004 Door roll up short (up to 45") with painted finish ROM. Location(s): L2. 1
3300-0021-016 Door roll up short (up to 45") with painted finish ROM. Location(s): R2. 1
3300-0022-003 Door roll up tall (greater than 45") with painted finish ROM. Location(s): L1. 1
3300-0022-005 Door roll up tall (greater than 45") with painted finish ROM. Location(s): L3. 1
3300-0022-015 Door roll up tall (greater than 45") with painted finish ROM. Location(s): R1. 1
3300-0022-017 Door roll up tall (greater than 45") with painted finish ROM. Location(s): R3. 1
3300-0188-003 Drip pan (E-ONE style) for a roll-up door (EA). Location(s): L1. 1
3300-0188-004 Drip pan (E-ONE style) for a roll-up door (EA). Location(s): L2. 1
3300-0188-005 Drip pan (E-ONE style) for a roll-up door (EA). Location(s): L3. 1
3300-0188-015 Drip pan (E-ONE style) for a roll-up door (EA). Location(s): R1. 1
3300-0188-016 Drip pan (E-ONE style) for a roll-up door (EA). Location(s): R2. 1
3300-0188-017 Drip pan (E-ONE style) for a roll-up door (EA). Location(s): R3. Pagetilof 271 7/31/2025
3300-0188-027 Drip pan (E-ONE style) for a roll-up door (EA). Location(s): B1. 7 1
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DOORS
3300-0368 Pull-down bungee type straps for full height and high side roll-up door(s) on body /
pump module. For use with ROM and AMDOR doors only.
SHELVES
3370-0245 Permanent fixed shelf. Aluminum or stainless steel body applications. Location: R1 at offset; R3 at offset
3370-0246 Adjustable shelf for non-transverse compartments. Location: L1; B1 above Hose Reel
3370-0247 Tracks for adjustable shelf and/or adjustable tray in a compartment. Location: L1; B1 above Hose Reel
TRAYS / TOOLBOARDS
3380-0019-136 Running board suction tray. Includes removable slats in bottom of tray. Location(s): 1
officer side running board
3380-0498 Tray, floor mounted roll-out with gas spring. 500 Ibs. capacity. Location: 1 R3;
3380-0571 Floor mounted steel SlideMaster roll-out/tilt down model SMT powder coated silver 1 L2;
with aluminum tray. Note: May require spacer/s on floor due to striker (With lift-up
door, tray latch to be offset as required to clear striker). Location(s):
COVERS
3305-0032 Cover for side ladder tunnel. To include mounting bracket over upper ladders in 1
pump module and black vinyl cover. Cover to be removable for access to pump area.
3305-0034-000-02 Vinyl Red hose bed cover without rear flap(s). Requires rear cover option. 1
3305-0064-136 Nylon black strap with stainless steel quick-release buckle for hose tray. Strap to 1
attach to side walls of tray down low as applicable. Location: officer side running
board.
3305-0069 Diamond plate speedlay cover. Includes fixed rear portion on rear of module (over 1
backboard storage area, if applicable) and hold-open with grab handles on rearward
area.
3305-0465 Nylon black cargo net on sides for crosslay/speedlay opening. Includes airline style 1
quick release buckles at each corner (4 on each side). Rear buckles attached to a
vertical lanyard pull release to allow net to drop down/fold forward for rapid
deployment.
3305-0466 Nylon black cargo net on rear of the hosebed. Includes airline style quick release 1
buckles at each corner. The top and bottom buckles attached to a vertical lanyard
pull release to allow net to drop down/fold either side for rapid deployment. 1

PUMP MODULE

3130-0167

C:\WINDOWS\TEMP\STP
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PUMP MODULE
speedlay and tranverse module(s) if applicable.
3130-0524 Top mount pump module with 20" walkway (excluding cab gap). Extruded 1
aluminum with runningboards and formed side access steps.
3130-0533 Pump panel opening is 45" wide. Pumper / tanker only. 1
3130-0552 Pump module height is 85". Pumper / tanker only. 1
3130-1026 Speedlay module 13" external width (10" wide speedlay area). Includes area for (2) 1
speedlays with center divider for 250' of 2.00" DJ hose each, lower storage
compartments with push button latches and running boards.
PUMP PANELS
3134-0015 Stainless steel TM control panel, driver and officer side pump panels. 1
3134-0145 Driver and officer side pump panel to be vertical hinged on forward extrusion. Panels 1
to be (3) pieces with upper (2) panels secured in the closed position with push
button latches. Upper panel to be held open with gas shock.
MISC PUMP PANEL OPTIONS
4460-0003 Pump panel tags color coded per NFPA compliance. 1
4460-0087 Hose reel blow-out, with Innovative Controls 1/4" valve w/1/4 turn handle. 1
PUMP MODULE OPTIONS
3136-0000-372 Air horn switch at pump panel. Switch to be labeled "Evacuation Alert". Location: top 1
mount control panel.
3136-0010 Stainless steel roller assemblies for crosslays and/or speedlays. 1
3136-0011 P-Rubber in flex joint(s) between pump module and/or body modules. 1
3136-0015 (2) vertical mounted booster reel spool guide roller assemblies. Locate (1) each side 1
on trailing edge of beavertails/body (as applicable). For use with rear compartment
mounted booster reel or similar.
3136-0058 E-ONE logo mounted one each side on pump module/preconnect panels or at upper 1
body section as shown on approval drawing. Logos to be sized as applicable to
available space on panels.
3136-0138 Pump module storage pan. 1
3136-0146 Compartments for area below TM walkway (PR). Includes hinged door each side 1
with push button latch and LED compartment light. Requires TM pump module with
walkway. 1
WATER TANK
4010-0036 780 Gallon "R" Water Tank. Note: Any foam cell(s) and/or storage options thru th&~ %' </ I12Lreves

tank will reduce the overall water capacity. Tank capacity is 780 US gallon /
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WATER TANK
649 Imperial gallons / 2952 Liters.
4010-0099 Fill tower(s) to be located offset to officer side of water tank. 1
TANK PLUMBING
4450-0010 2" tank fill Akron manual valve. 1
4450-0119 3" tank to pump Akron manual valve w/4" tank connection. 1
LADDER STORAGE / RACKS
3365-0049 Brand of ladders capable of being carried on unit to be Alco-Lite. 1
3365-0086-C36 Pike pole(s) capable of being stored are to be the following length: (1) 8' and (1) 6' 1
pike poles.
3365-0087-271 The length of ladders capable of being stored shall be the following: 24' 2-section, 1
14' roof ladder and 10' attic ladder w/shoes.
3365-0149-097 Storage tunnel capable of holding (1) 2-section, (1) roof, (1) attic, (2) pike poles, (1) 1
backboard in Officer.
HANDRAILS / STEPS
3330-0277 Innovative Controls dual lighted LED folding steps rear NFPA. Includes folding steps 1
on driver side rear of the body. (staggered stepped as applicable with tailboard
depth) for NFPA hosebed access and handrail mounted on driver side upper hosebed
side (as applicable).
3330-0278 Innovative Controls dual lighted LED folding steps rear NFPA. Includes folding steps 1
on officer side rear of the body. (staggered stepped as applicable with tailboard
depth) for NFPA hosebed access and handrail mounted on officer side upper hosebed
side (as applicable).
3330-0279-060 Innovative Controls dual lighted LED folding step. Location: officer side front 4
compartment face. Each location requires a minimum of (1) handrail per NFPA.
3330-0279-062 Innovative Controls dual lighted LED folding step. Location: driver side front 4
compartment face. Each location requires a minimum of (1) handrail per NFPA.
MISC BODY OPTIONS
3340-0035 Divider Long. To run full length of hose bed (front to rear). 1
3340-0049 Hosebed storage pan. Locate in forward area of hosebed. 1
3340-0058 Recessed fuel fill driver side wheel well. Page 15 of _)71 2/31/2025
3340-0079 Locate Tank Fill Tower(s) in the hose bed storage pan as applicable. 1
BRRBIRvs\TEMP\sTPGRYYBL BRRSi SRR (a5H AR G2 Nk0[99RF5-F7937E1D602A Y. rpt 1
3340-0110 The rear of each hose bed divider to have a hand hold cut-out(s).




Salescode

Extended Description

Qty

MISC BODY OPTIONS

3340-0114

Hosebed above the booster tank and side body compartment(s). Includes forward
hosebed and tower(s) cover plate work (as applicable) and extended width side to
side (over side compartment(s) for increased hosebed capacity.

3340-0145

Rub rail for the body and pump area module(s).

3340-0151-000-13

Dri-Dek Brand Black floor matting covering all applicable body compartment floors,
shelves, and rollout trays. Does not include roof top compartments (Added
separately)

3340-0486

Diamond plate single axle wheel well. Includes bolt-on composite wheel well liners
and bolt-on polished alum fenderettes.

3340-0681

Body mainframe layout line to be 24". Includes body and all applicable modules.

3340-1044

Body mainframe and hosebed side assemblies for a 93" high body.

3340-1648

Anodized aluminum trim on bottom edge of all body compartment openings including
pump enclosure if applicable with painted edges.

3340-2668

The outboard panels of the roof top compartments (or full width hosebed if
applicable) to have painted smooth plate overlays that are flush with the body sides.
Note: The front and rear of the panel will have a shallow vertical seam. Long bodies
may also have a center seam.

SCBA BOTTLE STORAGE

3320-0100

Strap, loop style to retain SCBA bottle(s). Locate one per bottle in each exterior body
storage compartment.

3320-0182-497

E-ONE designed (1) SCBA bottle storage driver side body wheel well offset rearward
with hinged door and push button latch. Door material to match wheel well material.
Holds standard size SCBA bottle, 20Ibs ABC Extinguisher (10.25"x7"x24") or 2.5 gal
Water Extinguisher (9"x7"x24.5"). Door shall cover the recessed fuel fill if located in
the wheel well adjacent to the SCBA storage.

3320-0184-498

E-ONE designed (3) SCBA bottle storage officer side body wheel well offset forward
with hinged door and push button latch. Door material to match wheel well material.
Holds standard size SCBA bottles. Upper storage troughs hold standard size 20Ibs
ABC Extinguisher (10.25"x7"x24") or 2.5 gal Water Extinguisher (9"x7"x24.5") in
each trough.

3320-0184-500

E-ONE designed (3) SCBA bottle storage officer side body wheel well offset rearward
with hinged door and push button latch. Door material to match wheel well material.
Holds standard size SCBA bottles. Upper storage troughs hold standard size 20Ibs

ABC Extinguisher (10.25"x7"x24") or 2.5 gal Water Extinguisher (9"x7"x24.5") in
each trough. P

[y

“h
N
~N

3320-0188-495

E-ONE designed Wheel Chock storage compartment driver side body wheel well ="
offset forward with hinged door and push button latch nd W|red to "Door Open"
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SCBA BOTTLE STORAGE

Pa
indicator inside cab.Door material to match wheel well material. Storage area shal
hold (2) Zico Model SAC-44-E or comparable Wheel Chocks (not included).

Ige 17 of 27
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DISCHARGES AND PRECONNECTS
4415-0014-582 2.5" Left Pump Panel Discharge Akron Manual Valve. Location: left side dischalpgaeg?.18 of 27 7/31/2025
FANEINDOSVSEHEMP\STPGRRBPLRIYENONM{OBANAA 2hidchidrdd Mk MarAsaIEVBRR2A Hiptation: right side discharge 1
2.
4415-0022-350 2.5" Left Rear Discharge Akron Manual Valve. Location: left rear discharge. 1




Salescode

Extended Description

Qty

GAUGES
4435-0451

Innovative Controls TC Series 2.5" (63MM) pressure gauge with chrome bezel.

Page 19

7/31/2025

niRBeRvs\TEMP\STPGREYPIR RERRINE B4R AR5 du s 2R, FAIBREep dhsakS gauge to be 30-0-400.

ELECTRICAL SYSTEMS

[5010-0036 | V-MUX Electrical system for pumper / tanker / rescue.




Salescode

Extended Description

Qty
1

WARNING LIGHTS
5600-0958-3RI-4U Warning light Whelen 600 series Super LED (PR). Color: RED with RED lenses. Page 2Q of 27 7/31/2025

Location: (1) each side NFPA/ULC required lower zone rear facing.
5600I8DE8YEHAEMB\STPGROGPHONGNIINEW 6RIEHA AQBRCER6e48 DR BFRED {PROL [Ed2A RED with RED lenses. 1

Location: (1) each side of cab down low just ahead of rear doors.
5600-0959-457-4U Warnlng light Whelen 900 series Super LED (PR) Color: RED with RED lenses. 1

L L . . Lt




Salescode Extended Description Qty
1
DOT LIGHTING
. ] o ] Page 21 of 27 7/31/2025

5150-0289 Whelen 600 series LED vertical mount tail lights. Includes LED stop/tail, turn and

back-up lights with vertical chrome ABS 3 housing and weatherproof connectors.
C:\WINDOWS\TEMP\STP(ERQg&bQ@Q Eg{&ﬁéﬁl%%ﬁ'g&@éﬂﬂpl}gBF8'F7937E 602A}.rpt
5150-0299-5WC Front (if applicable) and rear turn signal flash pattern: populated arrow. 1

I TAUTC . AFAMDADTM
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Salescode

Extended Description Qty
1
LIGHTS - NON-WARNING
5400-0260 TecNig model E10 pump panel LED light package - top mount. Includes (2) IighPs‘—J‘QQr22 of 27 7/31/2025
side pump panel and (3) lights for top mount panel. Side pump panels over 45" wide
C:\WINDOWS\TEMP\ may require additional lights. Top mount only.
5400-0262-202 TecNiq model E10 LED pump panel light - additional (EA). Location: driver side pump 1

panel.

P Py




Salescode Extended Description Qty
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Salescode Extended Description Qty

1
ELBOWS
7400-0005 | Chrome discharge elbow 2.5", 45 degree. Page 2‘1 of 27 | 7/31/2025
MISC LOOSE EQUIPMENT
7900-0014 DOT Required Drive Away Kit - Kit includes three (3) triangular warning reflectors 1

with carrying case. This kit is for the end user and is to remain with the truck.

g,



LETTERING

8200-0116 Shade and/or outline (EA) for letters as specified by the customer. 140

8200-0117 Sign Gold Letter (Each) upto 6" tall. The exact size and location of the letters as 140
specified by the customer.

STRIPING

8300-0042 White rubrail scotchlite insert. 1

8300-0273-000-17 Chevron "A" style 6" Reflexite V98 striping on front bumper. Colors to be 1
Red/Fluorescent Yellow Green.

8300-0274-000-17 Chevron "A" style 6" Reflexite V98 striping full width on rear of body. Includes rear 1
facing extrusions, panels and doors. Colors to be Red/Fluorescent Yellow Green.

8300-0331 Single NFPA Scotchlite Stripe - up to 6" wide with hockey style, Z or S style or other 1
customer specific design style. Stripe to be installed on cab and the body. Size, color
and location as specified by the customer.

8300-0338 Paint break Scotchlite cab stripe - 3/4" wide with customer specified color. To be 1
located above existing paint break.

8300-0381 Yellow perimeter marking to indicate designated standing / walking areas above 48" 1
high in compliance with NFPA 1900/1901 consisting of individual Reflexite diamonds
approximately 1" wide. Steps, ladders and areas with a railing or structure at least
12" high are excluded from this requirement.

8300-0446 Florescent Yellow Green/Red V98. Locate on front of roll-out tray(s), front lip of 1
adjustable/fixed shelves and tool board(s) on outer vertical edge on both sides of
ALS compartment (if applicable).

GRAPHICS

8400-0010-1V4 Install customer logo from an existing E-ONE design (EA). Location: reference 2
graphics layout drawing

8400-0060 Graphics drawing showing striping, lettering and logos. Requires E-ONE installed 1
graphics.

WARRANTY / STANDARD & EXTENDED

9100-0101 Meritor 5 year / unlimited miles parts and labor warranty for front non-drive axle. 1
Exceptions: MFS rated at 22,800 includes a 2 year / 200K miles parts and labor
warranty and a front drive axle includes a 2 year / unlimited miles parts and labor
warranty.

9100-0102 Meritor 5 year unlimited miles, parts and labor rear drive single or rear drive tandem 1
axle warranty.

9100-0117 General One (1) year or 24,000 Miles Limited Warranty (RFW0001) 1

Page 25 of 27
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Salescode Extended Description Qty
Salescode Extended Description Qty

WARRANTY / STANDARD & EXTENDED

9100-0126 Custom chassis One (1) Year or 18,000 Miles Limited Warranty (RFW0101). 1

9100-0131 Regulated Emissions Systems Five (5) Years or 100,000 Miles Limited Warranty 1
(RFW0140). N/A for California. For units going to California use 9100-0162 with L9
and 9100-0163 with X12/15.

9100-0132 Electrical One (1) Year or 18,000 Miles Limited Warranty (RFW0201). 1

9100-0136 Body Structure Aluminum Ten (10) years or 100,000 Miles Limited Warranty 1
(RFW0502).

9100-0138 Cab Structural Ten (10) Years or 100,000 Miles Limited Warranty (RFW0602). 1

9100-0139 Plumbing and piping (Stainless Steel) Ten (10) years or 100,000 Miles Limited 1
Warranty (RFW0800).

9100-0140 Paint and Finish (Exterior Clear coated) Ten (10) Years Limited Warranty (RFW0710). 1

9100-0151 Frame Rail Corrosion (Zinc Plate and Powder Coat) Twenty Five (25) Years or 1
150,000 Miles Limited Warranty (RFW0316).

9100-0165 Frame Rail Lifetime (50) Years or 250,000 Miles Limited Warranty (RFW0305). 1

SUPPORT, DELIVERY, INSPECTIONS AND MANUALS

9300-0009 Manuals, Operator and Service in digital format. 1

9300-0012 Pump panel approval drawings. Will be provided on purchased units prior to 1
construction.

9300-0016 Approval Drawings-Standard. 1

9300-0031 Dash/Console panel layout approval drawings. Will be provided on purchased units 1
prior to construction.

9300-0316 Fire Apparatus Safety Guide published by FAMA, latest edition. 1

Dealer Supplied Equipment
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